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CONCRETE FINISHING Y
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RI D E O N P Ow E R = AH’:gzl:’iﬁreformance Floating and Finishing
. isi hi ider plat trowel
TROWEL BT9OOHHW oo wem scone: o
e High precision machined Gearbox with

I N B O A R D w H E E L s extra-large oil reservoir for cool operation.

e Two Year Gearbox warranty
e BLM shoe clutch with double drive belt,

With power steering. A well balanced univer.s.ql jointed drive shafts for strength and
powerful floating and finishing machine. rellablllt}l . . .

Built strong but with simple mechanical  ° Hydraulic power steering for minimum
construction to ensure contractors can operq’ro.r effort .

more easily deal with any service o Seat adjuster, 4 x LED. Il.ghts, r.etarda.nt spray
requirements. system ,hour meter, lifting points, drink holder

and hand trowel tool holder all fitted as
standard features

¢ Hydraulic High Rider with built in transport
wheel system

SPECIFICATIONS:

Weight Dry: 400 Kg

Weight Working: 450 Kg

Dimensions : 1950mm x 990mm x 1220mm
Working blade path: 1870mm

Blade rotation speed range: 0 - 150 RPM
Engine Honda GX690 24 HP petrol engine
Pan & Blade type options:

o FP9408 Float Pan

o FS9043 Float shoes

o F90416 Finish blades
O
O

C90419 Combination Blades
WF90419 Wide Finish Blades
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