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¢ Combination of High Frequency Vibration
BATT E RY working in harmony with curved back
edge of blade rolls back concrete for

EUROSCREED BTS36B, {oisssies

e Screed blades interchangeable with
other leading make units

e Battery version of this powerful accurately
screed.

e Powered by Lithium-lon batteries 36V10Ah
or 36V5Ah (optional)

. . . . SPECIFICATIONS:
e Zero emission and noise level reduction

e Motor Power: 1 kW
S UG e VPM:7.500 rom
e Fully adjustable handles for maximum ¢ Weight incl. battery: 20 Kg
OperCIfOI' comfort and machine control e Battery size: 260x135x150mm
¢ Vibration along the blade brings fine e Bafttery type: Lithium-lon
material to the surface e Battery voltage: 36 Volt
Ready for finishing or texturing e Battery capacity: 5/10 Ah
e Verlical drive system with clutch for e Working fime (3A): >20/40 min
gentle drive take off. ¢ Charge time: 1,7/3,4 hours
e Super charge time (15A): 1/1 hour
BLADE OPTIONS:
BT1200 1,2m 2,9 Kg
BT1800 1,8m 4,4 Kg
BT2400 24m 5.8 Kg
BT3000 3.0m 7.3 Kg
BT3650 3.6m 8.7 Kg
BT4200 4,2m 10,2 Kg
BT4950 4,9m 11,6 Kg
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