
FORWARD PLATE COMPACTORS 
 Enclosed frames for engine 

protection with hoist hook recess 
 Cast aluminium throttle for durability 

and comfortable operator control 
 Ductile iron base for strenght and 

longevity 
 Cast aluminium enclosed bent guard 

protects clutch from soil and sand 
ingress 

 Models with intergrated transport 
wheels 

 Rubber mat options 
 Water tank options 

 
MODEL ENGINE WEIGHT 

PLATE 
SIZE 

FREQUENCY 
VPM 

CENTRIFUGAL 
FORCE 

TRAVEL 
SPEED 

GRADIANT 
CLIMB 

WATER 
TANK 

RUBBER 
MAT 

BTPC60HC 
HONDA 
GX160 

65Kg 500x360 6000 10,5kN 
20-25 

M/MIN 
35% Option No 

BRPC70HC 
HONDA 
GX160 

70Kg 546x420 6000 13,0kN 
20-25 

M/MIN 
35% Option No 

BTPC95H 
HONDA 
GX160 

95Kg 530x500 6000 15,0kN 
20-25 

M/MIN 
35% Yes Option 

BTPC110Y YANMAR L48 110Kg 525x500 6000 15,0kN 
20-25 

M/MIN 
35% Yes Option 

 

 
 
 
 

 
 


