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Use this guide along with the parts lists attached to locate and identify components of 
your trowel. When ordering replacement parts, be sure to provide the model number 
and serial number from the trowel.  
 
Copyright 
© Copyright 2013 by Beton Trowel. 
 
Contact 
BETON TROWEL 
Nijverheidsstraat 10 
1840 Londerzeel 
BELGIUM 
www.betontrowel.com 
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Foreword 
 
Quality assurance / machine break in 
 
The machine is the product of extensive engineering development designed to give long life 
and unmatched performance. The trowels are shipped fully assembled, and only require 
filling with fuel and a brief check of lubricant levels in preparation for operation. 
 
You can help ensure that your trowel will perform at top levels by observing a simple routing 
on first use. Consider that your new trowel is like a new car. Just as you would break in a 
new car to the road or any new machine to the job, you should start gradually and build up to 
full use. Learn what your machine can do and how it will respond. Refer to the engine 
manufacturer’s manual for run-in times. Full throttle and control may be used after this time 
period, as allowed by material. This will serve to further break in the machine on your specific 
application, as well as provide you with additional practice using the machine. 
 
We thank you for the confidence you have placed in us by purchasing a  
Beton Trowel machine and wish you many years of satisfied use.  

 
 

 

Read these operating instructions carefully before using 
the drive unit! 
 
Make sure that all users have access to these operating 
instructions! 

  

 

Important! 
Please observe the signs and symbols used in the 
operating instructions! 

  

 

The manufacturer accepts no liability for any damage or 
injury caused by failure to observe the safety instructions. 
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Operation 
 

1 Use 
 
The trowel has been developed to float and finish the edges of concrete floors, up to 
perimeter walls, around columns and small areas, eliminating tiring hand troweling and 
increasing overall productivity and quality.  

 
2 Safety precautions  

 
❖ Always keep unauthorized, inexperienced, untrained people away from this machine.  
❖ Rotating and moving parts will cause injury if contacted. Make sure guards are in 

place. Keep hands and feet away from moving parts.  
❖ Fuel the machine only when the engine is stopped, using all necessary safety 

precautions.  
❖ The engine must always be stopped before attempting any repair or adjustments. 

Ignition switch should be off.  
❖ To avoid slipping and loss of control when starting the trowel, the operator should 

maintain good footing. It is recommended that the operator wear safety shoes for 
added protection.  

❖ Be careful when working around pipes or ducts protruding from the floor or slab 
edges. If the trowel blades hit such obstacles, damage to the machine or possible 
operator injury may result.  

❖ When starting the machine, do not exceed 1/3 throttle position. A higher setting may 
cause the centrifugal clutch to engage and the handle to rotate.  

❖ Be careful not to come in contact with the muffler when the engine is hot, serious 
burns may result!  

❖ Over time, the blades will form a sharp edge. Be careful when handling the old 
blades.  

 
Never operate the machine in an explosive atmosphere, near  combustible 
materials or where ventilation does not clear exhaust fumes. Repair fuel leaks 
immediately. Refer to your engine owner’s manual for more safety instructions.  

 
 

 
 
 
 
 
 



 

Beton Trowel Bv 
 

Nijverheidsstraat 10 
1840 Londerzeel/Belgium 
Tel: +32 (0)52 315 350 - Tel: +32 (0)52 315 351 
E-mail: info@betontrowel.com 
BE 0821.249.312 
www.betontrowel.com 

BNP FORTIS: 
 

BE81 0015 9813 5624 
 

- GEBABEBB 
 

 

 

 Pag. 6/
27 

 

 
 

3 ASSEMBLY INSTRUCTIONS. 
 

Your new trowel has been shipped to you fully assembled. All you need to do is unfold the 
handle and fasten the knob. Remove any shipping or packing materials. Be sure to remove 
and discard the band securing the safety/stop switch to the left handle. This serves only to 
facilitate shipping and is not intended to be a permanent feature. When removing the 
machine from the carton, be careful to use the handles to left the unit from the carton. 
NEVER LIFT THE MACHINE BY THE RING OR DISC. Filling the fuel tank and a brief check 
of lubricant levels in preparation for operation is required.  

 

IMPORTANT:  
Before running machine with belt installed, ensure that engine idles 
properly and that the safety-switch shuts off the engine.  
 
 

ATTENTION:  
For any information regarding engine adjustments, please refer to the 
engine manual supplied.  
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4 OPERATION (Floating)  
 
When the slab has set sufficiently firm that the operator’s footprint leaves a very slight 
depression on the surface of the slab, it is ready for the floating operation.  
Guiding the machine on the slab is very simple, a slight upward lift of the handle causes the 
machine to travel to the left. Holding the handle in the neutral position, will slowly cause the 
machine to spin in one spot. Slight downward pressure on the handle causes the machine to 
travel to the right. Best results are obtained by covering approximately 4” on each turn. In 
other words, let the machine move right or left, backwards or forwards, approximately 4” with 
each revolution of the trowels. To fill a hole or cut down a hump, move the unit back and forth 
over the problem area.  

Under normal operating conditions the machine should cover as much as 1000 sq. ft. in 
about 15 minutes. It is recommended that a slight tension on the trowel control cable, (but 
not a definite tilt), during the floating operation will cause the machine to operate much 
smoother. After the floated slab has set sufficiently, it is ready for the finishing operation.  

 
CAUTION:  
Do not let the machine stand in one spot on the soft cement. Lift from the slab 
when the floating operation is complete.  
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5 OPERATION (Finishing)  
 
When starting the finishing operation, never set the trowels up over 1/4” pitch.  
After the floating operation, the first thing to do is to remove the floating disc from the blades. 
Clean the blades, spider plate and disc from cement paste collected during the floating 
operation. Increase the blade pitch up to a maximum of 1 cm for the first finishing operation 
and then continue to increase the pitch on the following finishing operations. Continue the 
finishing passes until you obtain the desired floor finish. The time required between each 
finishing pass is again dependent on the weather conditions and water content of the 
concrete etc. If some areas of the concrete set/harden too fast you may apply a small 
amount of water using a hand brush as an aid to achieving the finish. 
 

 
6 STARTING PROCEDURE 

 
 
To start the machine, turn the main power switch to ON. A green lamp lights up on the 
controller. To run the machine, turn the throttle until the desired speed is reached.  
When a red light is flashing, the lever must be moved to the 0 position before the machine 
will start to rev up. 

 

 
Test at each start-up whether the emergency stop levers work 
properly. The machine should stop when the levers are released. 
If this is not the case, contact the dealer immediately. 
 

 
Throttle 
The throttle is an electrical sensor that can steplessly increase the engine speed. If an 
emergency stop is activated while the throttle was engaged, the throttle must first be moved 
to the 0 position to restart. 
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7 STOPPING PROCEDURE  
 
 
To stop the machine, turn the throttle to the 0 position. In an emergency, the 
emergency stop lever is released and the machine is quickly stopped. If the machine 
is to be turned off, the main power switch must be turned to the OFF position. 

 

 
Make sure that the key is turned to the OFF position when 
the machine is to be switched off only. In the OUT position, 
the key can fall out and be easily lost. 
 

 
 

8 CHANGING THE BATTERY  
 

To change the battery, turn the main power switch to OFF. Then the battery can be 
removed from the dock by lifting it by the two handles. The battery is positioned by 
special positioning pins. When the new battery has been docked, the main power 
switch can be turned ON again and the machine is ready for use. 

 

 

If the battery is changed when the main power switch is left 
in the ON position, arcing may occur on the connectors. 
This may shorten the connector's life. 
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9 TRANSPORTING 
 
When transporting the trowel, always keep the handle folded and the blades flat on 
the floor to prevent damage to the pitch control system. Always keep the floating disc 
underneath the blades to protect them against damage.  

 
CAUTION:  
Never lift the trowel by the rotating ring; use the hoist hook or handle provided 
on the trowel. Remove the float disc when lifting machine more than 100cm 
(40in). The floating disc could fall off.  
 

 

Also transporting the machine, turn the main power switch to OFF. When the 
machine is to be lifted manually, it is advisable to disconnect the battery from the 
machine. This saves weight. The battery may remain on the machine during 
transport.  
 

 
 

Maintenance 
 
1 Preventative maintenance and routine service plan.  
 
This trowel has been assembled with care and will provide years of service. Preventative 
maintenance and routine service are essential to the long life of your trowel. Your dealer is 
interested in your new machine and has the desire to help you get the most value from it. 
After reading through this manual thoroughly, you will find that you can do some of the 
regular maintenance yourself. However, when in need of parts or major service, be sure to 
see Beton Trowel. 

 

 
At start-
up 

Monthly 
Annual 

Check condition of drive 
belt 

  X 

Drive belt tension  X X 

Operation of emergency 
stop lever 

X X X 

Connectors*  X X 

* The connectors may be damaged by arcing. 
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2 Faults 
 
The table below shows various faults, their possible causes and suggested solutions. 
 

Failure Possible cause Possible solution(s) 

Engine does not 
start 

- Battery not correctly positioned 

- Main switch is off 

- Fuse has blown 

- Battery is empty 

- Checking the battery position 

- Switch the main switch to 

ON 

- Fuse replacement* 

- Battery charging 

Engine runs but 
rotor does not 
turn 

- Pulleys are not coupled to shafts 

- Toothed belt is broken 

- Secure pulleys to axle*. 

- Toothed belt replacement* 

Throttle is 
actuated but 
engine does not 
run 

- Main switch is off 

- Emergency lever is not operated 

- Switch the main switch to 

ON 

- Operating the emergency 

lever 

Red light on the 
controller 
flashes 

- Throttle not set to 0 position after 

start-up 

- Move the throttle to the 0 

position.** 

 

 

* These solutions must be carried out by the manufacturer or an 
authorised service technician. In the event of underlying causes, 
please contact us at all times. 
 

 
 
 
 
3 Service 
 
Due to the nature and environment of use, the machines could be exposed to severe 
operating conditions. Some general maintenance guidelines will extend the useful life of your 
trowel.  

❖ The initial service for your trowel should be performed after 25 hours of use, at which 
time your mechanic (or authorized repair shop) should complete all of the 
recommended checks in the schedule above.  
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❖ Regular service according to the schedule above will prolong the life of the trowel and 
prevent expensive repairs.  

❖ Keeping your trowel clean and free from debris is the single most important regular 
maintenance operation, over and above the checks in the service schedule above, 
that can be performed. After each use your trowel should be cleaned to remove any 
dust and debris from the undercarriage and surrounding components. Use of a power 
washer will make clean up quick and easy, especially if a non-stick coating was 
applied prior to use.  

Labels 
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Specifications 
 

1 Technical data sheet Drive and Battery 
 
 

 
Engine   

Type Brushless DC 
Power 3.0 kW 
Speed 3500 RPM 
   
Electric system   

Voltage 48 V 
Control voltage 12 V 
Fuse 5 A 
Main switch 100 A 
   
Battery 30Ah   

Capacity 1280 Wh 
Charge time 100% 45 minutes 
Battery change time 3 sec 
Weight 14.4 kg 
   
Dimensions   

Length 390 mm 
Width 250 mm 
Height 390 mm 
Weight (excl. battery) 17.3 kg 
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2 Parts 
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Item No. Part No. Description Qty. 

1 4365501 KNOB 1 

2 9024 PIN 1 

3 4365503C THREADED SHAFT 1 

4 9025 BEARING 1 

5 4365502 BUSHING 1 

6 
9026 BOLT 1 

9022 SPRING WASHER 1 

7 9033 SPRING WASHER 1 

8 4365504 WASHER 1 

9 9027 WASHER 1 

10 4365505 ALUMINIUM BUSHING 1 

11 9028 BOLT 1 

12 9030 PIN 1 

13 4405512G PITCH CONTROL CABLE 1 

14 9016 NUT 1 

15 4365511 CABLE WHEEL BUSHING 1 

16 9031 PIN 1 

17 4365508 CABLE WHEEL 1 

18 9035a GRIP 1 

19 4405100C HANDLE WELDING PART 1 

20 9035 GRIP 1 

21 9126 SLEEVE 1 

22 9119 WIRE 2 

23 9570 WIRE CONNECTOR 2 

24 1165200B DEADMAN SWITCH 1 

25 

9021 BOLT 3 

9011 WASHER 2 

9128 SPRING WASHER 1 

26 4365400 THROTTLE CONTROL 1 

27 4365200 SAFTY SWITCH 1 

28 
9010 BOLT 2 

9011 WASHER 2 

29 4365301 UPPER BRACKET 1 

Item No. Part No. Description Qty. 
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30 4405303 LOWER BRACKET 1 

31 9017 BOLT 1 

32 
9018 BOLT 4 

9016 NUT 5 

33 

9044 BOLT 4 

9045 NUT 4 

9046 SPRING WASHER 4 

9047 WASHER 4 

34 9122 WIRE CONNECTOR 1 

35 9012 WIRE CONNECTOR 1 
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Folding handle assembly 
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Item No. Part No. Description Qty. 

1 4365501 KNOB 1 

2 9024 PIN 1 

3 4365503 THREADED SHAFT 1 

4 9025 BEARING 1 

5 4365502 BUSHING 1 

6 
9026 BOLT 1 

9022 SPRING WASHER 1 

7 9033 SPRING WASHER 1 

8 4365504 WASHER 1 

9 9027 WASHER 1 

10 4365505 ALUMINIUM BUSHING 1 

11 9028 BOLT 1 

12 9030 PIN 1 

13 4405512G PITCH CONTROL CABLE 1 

14 9016 NUT 1 

15 4365511 CABLE WHEEL BUSHING 1 

16 9031 PIN 1 

17 4365508 CABLE WHEEL 1 

18 9035a GRIP 1 

19 4405100S HANDLE WELDING PART 1 

20 9035 GRIP 1 

21 9126 SLEEVE 1 

22 9119 WIRE 2 

23 9570 WIRE CONNECTOR 2 

24 1165200B DEADMAN SWITCH 1 

25 

9021 BOLT 3 

9011 WASHER 2 

9128 SPRING WASHER 1 

26 4365400 THROTTLE CONTROL 1 

27 4365200 SAFTY SWITCH 1 

28 
9010 BOLT 2 

9011 WASHER 2 

29 
9381 LOCKING KNOB 1 

9045 NUT 1 

30 9986A 

 
 
 

SPRING TUBE 2 
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Item No. Part No. Description Qty. 

31 9800 PLASTIC TUBE 2 

32 4365110A LOCKING GRIP 1 

33 

9098 BOLT 1 

9038 WASHER 1 

9236 NUT 1 

34 4405100X LOWER BARE HANDLE 1 

35 4405300 BRACKET 1 

36 9017 BOLT 1 
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Item No. Part No. Description Qty. 

1 9050 SEAL 1 

2 9048 BEARING 1 

3 9051 PIN 1 

4 4364011 MAIN SHAFT 1 

5 9052 KEY 1 

6 4364003 GEARBOX CASING 1 

7 4364010 WORM GEAR 1 

8 9049 BEARING 1 

9 4364006 WASHER 1 

10 4364007 BOLT 1 

11 4364008 PLASTIC SHIMMING 1 

12 4364005 GEARBOX COVER 1 

13 9043 BOLT 16 

14 4364100 RELEASE VALVE 1 

15 4364014 BEARING FLANGE 1 

16 4364015 PLASTIC SHIMMING 2 

17 9063B BEARING 1 

18 9064 SIGHT GLASS 1 

19 9053 BOLT 2 

20 

9044 BOLT 1 

9059 NUT 2 

9046 SPRING WASHER 1 

9047 WASHER 1 

21 4364013 COUNTER SHAFT 1 

22 9054 KEY 1 

23 9057 BEARING 1 

24 9056 SEAL 2 
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Item No. Part No. Description Qty. 

1 FP9408 PAN 1 

2 4366005 SPIDER PLATE 1 

3 F90416 BLADE 4 

4 4366007a ADJUSTING NUT 4 

5 4366911 BLOCK 4 

6 4366001A TROWEL ARM 4 

7 

9215 BOLT 4 

9037 SPRING WASHER 4 

9038 WASHER 4 

8 
9065 BOLT 4 

9059 NUT 4 

9 9073 SEAL 4 

10 4366006 LIFTING LEVER 4 

11 
9067 BOLT 4 

9059 NUT 4 

12 9410A BOLT 1 

13 4366004 BUSHING 1 

14 
9066 BOLT 4 

9046 SPRING WASHER 4 

15 9069B GREASE NIPPLE 4 

16 4366003A PRESSURE PLATE 1 

17 9070A BEARING 1 

18 4366002A PRESSURE PLATE COVER 1 

19 4365509 YOKE ARM SHAFT 1 

20 9034 RETAINER RING 2 

21 4365510 YOKE ARM 1 

22 

9040 BOLT 4 

9037 SPRING WASHER 4 

9038 WASHER 4 

9036 NUT 4 

23 9039 WASHER 4 

24 
4369000 ENGINE PLATE 1 

   

25 4364009 RUBBER BUSHING 4 

26 4364002 BUSHING COVER 4 
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Item No. Part No. Description Qty. 

27 

9041 BOLT 4 

   

9037 SPRING WASHER 4 

   

9038 WASHER 4 

   

9036 NUT 4 

   

28 
4364004 WASHER 4 

   

29 9042 BOLT 6 

30 2367000 GUARD RING 1 

31 

9040 BOLT 4 

9037 SPRING WASHER 4 

9038 WASHER 4 
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BT90BCL CLOVER BATTERY DRIVE PARTS 
  
  

Part No. Description Qty. 

10199 Connector 1 

10234 Motor 1 

10235 Motor Controller 1 

10280 Postioning Pen 1 

10337 Main Switch 1 

10364 Taperlock 1108 20 mm 1 

10367 Taperlock 1108 19,05 mm 1 

10368 Pulley Z34 1 

10376 Pulley Z44 1 

21-169-01-1008 Belt Cover 1 

21-169-05-200 Clover Battery Dock 1 

21-169-1002 Mounting plate 1 

21-169-05-1010 Timing Belt 1 

BTCL1015 Clover Battery 1 

21-169-04-1006 Hoist Hook 1 

BTCL1020 Charger 5A 1 

21-169-05-1013 Clover controller cover 1 

21-169-05-1001 Clover deck 1 

21-169-05-1006 Clover motor cover 1 

21-169-05-1014 Clover side cover 1 

BTCL1030 Speed Charger 34Ah 1 
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Declaration of Conformity / Certificat de conformite / 
Gelijkvormighheidscertificaat / Declaracion de Conformidad / Declaracao de 
Concormidade / Dichiarazione Di Conformita 
 
Model : BT90 
 
We Beton Trowel BV 
 
Declare under our sole responsibility that the product to which this declaration relates is in conformity with the following 
standards or other normative documents. 
Declarons sous notre responsabilite que le produit cette declaration est conforme aux norms suivantes ou d’autres 
documents habituels. 
Verklaren onder onze verantwoordelijkheid dat het product naar welke de verklaring verwijst conform de volgende 
standards of anders gebruikelijke documenten is. 
Declaramos bajo nuestra unica responsabilidad que el producto en lo que esta declaracion concierne, es conforme con la 
siguiente normative u otros documentos. 
Declara sob sua responsabilidade que o produto a quem esta declaracoa interessar, esta em comformidade com os 
seguintes documentos legais ou normas directivas. 
Dichiariamo sotto la ns. Unica responsibilita che il prodotto al quale questa dichiarazione si riferisce, e fabbricato in 
conformita ai seguenti standard e documenti di normative. 

 
EN 349.2008:A1:2008     EN 12100:2010  EN12649:2008+A1:2011 EN ISO 5349-2:2001 +A1:2015 
 
Following the provisions of Directives: 
Suivant les directives determinees: 
Volgens de vastgestelde richtlijnen: 
Siguiendo las directivas: 
No sequimento das clausulas da Directivas 
Seguendo quanto indicato dalla Direttivas: 

 
2006/42/EC Machinery Directive  
2000/14/EC Noise Directive 
2001/95/EC General Product Safety Directive 
2002/95/EC Reduction of Hazardous Waste Directive 
LVD2014/35/EU Low Voltage Directive 
2004/30/EU Electromagnetic Compatibility 
 

Responsible Technical File : Chris Livingston for 
Beton Trowel BV  
Nijverheidsstraat 10 
B-1840 Londerzeel 
Belgium 
Tel 0032 52315350 
Fax0032 52315359 
25th August 2016 


