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Use this guide along with the parts lists attached to locate and identify components of
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Foreword

Safety Instructions

General Safety Instructions for the Operation of Power Equipment The most important safety
device for

This or any tool is the operator. Care and good judgement are the best protection against
injury. All

possible hazards cannot be covered here, but we have tried to highlight some of the
important

items, individuals should look for and obey caution, warning and danger signs placed on
equipment, and

displayed in the workplace. Operators should read and follow safety instructions packed with
each

product.

Learn how each machine works. Even if you have previously used similar machines,
carefully check out
each machine before you use it.

Get the “feel” of it and know its capabilities, limitations, potential hazard, how it operates,and
how it stops.

We thank you for the confidence you have placed in us by purchasing a Beton Trowel
machine and wish you many years of satisfied use.
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E BETONTROWEL BV

1  Safety information

Never allow any person to operate the machine without adequate instruction.
Ensure all operators read, understand and follow the operating instructions.
Serious injury could result from improper or careless use of this machine.

1. Mechanical hazards

* DO NOT operate the machine unless all protective guards are in place.

* KEEP hands and feet clear of rotating and moving parts as they will cause injury if
contacted.

* ENSURE that the motor operation switch is in the OFF position and the spark plug ignition
lead is

disconnected before removing the guards or making adjustments.

* DO NOT leave the machine in operation while it is unattended.

* EXERCISE CARE when operating unit. Exposure to vibration or repetitive work actions
may be harmful

to hands and arms.

* NEVER stand on the unit while it is operating.

* BE CAREFULL not to come in contact with the muffler when the engine is hot, since it can
cause severe

burns.

* ENSURE that repairs to the motor and machine are carried out by COMPETENT
personnel.

2. Electrical safety

* Power tool plugs must match the outlet. Never modify the plug in any way. Do not

use any adapter plugs with earthed (grounded) power tools. Unmodified plugs and

matching outlets will reduce the risk of electric shock.

* Avoid body contact with earthed or grounded surfaces, such as pipes, radiators, ranges
and refrigerators. There is an increased risk of electric shock if your body is earthed or
grounded.

* Do not expose power tools to rain or wet conditions. Water entering a power tool will
increase the risk of electric shock.

* Do not abuse the cord. Never use the cord for carrying, pulling or unplugging the power
tool. Keep the cord away from heat, oil, sharp edges or moving parts. Damaged or entangled
cords increase the risk of electric shock.

* When operating a power tool outdoors, use an extension cord suitable for outdoor use. Use
of a cord suitable for outdoor use reduces the risk of electric shock.

* If operating a power tool in a damp location is unavoidable, use a residual circuit interrupter
(RCD) protected supply. Use of a RCD reduces the risk of electric shock
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E BETONTROWEL BV

3. Battery tool use and care

* Recharge only with the charger specified by the manufacturer. A charger that is suitable for
one type of battery pack may create a risk of fire when used with another battery pack.

* Use power tools only with specifically designated battery packs. Use of any other battery
packs may create a risk of injury and fire.

* When battery pack is not in use, keep it away from other metal objects, like paper clips,
coins, keys, nails, screws or other small metal objects, that can make a connection from one
terminal to another. Shorting the battery terminals together may cause burns or a fire.

* Under abusive conditions, liquid may be ejected from the battery; avoid contact. If contact
accidentally occurs, flush with water. If liquid contacts eyes, additionally seek medical help.
Liquid ejected from the battery may cause irritations or burns.

* Do not use a battery pack or tool that is damaged or modified. Damaged or modified
batteries may exhibit unpredictable behaviors resulting in fire, explosion or risk of injury.

* Do not expose a battery pack or tool to fire or excessive temperature. Exposure to fire or
temperature above 130 °C / 266 °F may cause an explosion.

* Follow all charging instructions and do not charge the battery pack or tool outside the
temperature range specified in the instructions. Charging improperly or at temperatures
outside the specified range may damage the battery and increase the risk of fire.

4. Fire & explosion hazards

* Keep a fire extinguisher near during operation.
* Use a powder fire extinguisher of "ABE" class or a carbon dioxide fire extinguisher of "BE"

type.
5. Noise hazards

* EXCESSIVE NOISE can lead to temporary or permanent loss of hearing.

* WEAR an approved hearing protection device to limit noise exposure. As required by
Occupational

Health and Safety regulations.
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E BETONTROWEL BV

6. Protective equipment

* Always use approved personal protective equipment when you operate the product.
Personal protective equipment cannot fully prevent injury but it decreases the degree of
injury if an accident does occur. Let your dealer help you select the correct personal
protective equipment.

* Regularly do a check of the condition of the personal protective equipment.

* Use an approved protective helmet.

* Use approved hearing protection.

* Use approved respiratory protection.

* Use approved eye protection with side protection.

* Use protective gloves.

* Use boots with steel toe-cap and non-slip sole.

* Use approved work clothing or equivalent close- fitting clothing that has long sleeves and
long legs.

7. Safety instructions for operation

Make sure that you know how to stop the product quickly in an emergency.

Do not let children or persons without knowledge of these instructions use the product.

Make sure that you know the controls and the correct operation of the product.

The operator must have the physical strength that is necessary to operate the product
afely.

Use personal protective equipment.

Make sure that only approved persons are in the work area.

Keep the work area clean and bright.

Make sure that you are in a safe and stable position during operation.

Make sure that there is no risk that you or the product can fall from a height.

Make sure that there is no grease or oil on the handle.

Do not use the product in areas where fire or explosions can occur.

The product can cause objects to eject at high speed. Make sure that all persons in the
work area use approved personal protective equipment. Remove loose objects from the work
area.

* Before you go away from the product, stop the product and disconnect the battery.

* Make sure that the battery voltage agrees with the voltage that is given on the rating plate
of the product.

* Make sure that clothes, long hair and jewelry do not get caught in moving parts.

* Do not sit on the product.

* Do not hit the product.

* O ¥ X

* % ¥ X X * X X (N

Nijverheidsstraat 10 BNP FORTIS: BE81 001598135624 - GEBABEBB
1840 Londerzeel/Belgium

Tel: +32 (0)52 315 350 - Tel: +32 (0)52 315 351

Fax: +32 (0)52 303 739

E-mail: info@betontrowel.com

BE 0821.249.312

www.betontrowel.com

Pag. 7/8



E BETONTROWEL BV

8. Battery safety

* Only use the original batteries that we recommend for your product. The batteries are
software encrypted.

* To prevent injury, do not use the battery as a power supply for other devices.

* Risk of electrical shock. Do not connect the battery terminals to keys, screws or other
metal. This can cause a short circuit of the battery.

* Do not put objects into of the battery.

* Keep the battery away from sunlight, heat or open flame. The battery can cause an
explosion and cause burns and/or chemical burns.

* Keep the battery away from rain and wet conditions.

* Keep the battery away from microwaves and high pressure.

* Do not try to disassemble or break the battery.

* Do not let battery acid touch your skin. Battery acid causes injuries to the skin, corrosion
and burns. If you get battery acid in your eyes, do not rub but flush with water for minimum
15 minutes. If battery acid has touched your skin, you must clean the skin with a large
quantity of water and soap. Get medical aid.

* Use the battery in temperatures between -10 °C/14°F and 40 °C/104 °F.

* Do not clean the battery or the battery charger with water.

* Do not use a defective or damaged battery.

* Keep batteries in storage away from metal objects such as nails, screws or jewelry.

* Keep the battery away from children.

9. Battery charger safety

* Risk of electrical shock or short circuit if the safety instructions are not obeyed.

* Do not use other battery chargers for your product. Only use original chargers when you
charge replacement original batteries.

* Do not try to disassemble the battery charger.

* Do not use a defective or damaged battery charger.

* Use the battery charger in temperatures between 5°C/41 °F and 40 °C/104 °F.

* Do not lift the battery charger by the power cord. To disconnect the battery charger from a
main socket, pull out the plug. Do not pull the power cord.

* Keep all cables and extension cables away from water, oil and sharp edges. Make sure that
the cable is not caught between doors, fences or equivalent.

* Do not use the battery charger near flammable materials or materials that can cause
corrosion. Make sure that the battery charger is not covered. Pull out the plug to the battery
charger if there is smoke or fire.
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10. Safety instructions for maintenance

* Remove the battery before you do maintenance, other checks or assemble the product.
* The operator must only do the maintenance and servicing shown in this operator's manual.
Turn to your servicing dealer for maintenance and servicing of a larger extension.

* Do not clean the battery or the battery charger with water. Strong detergent can cause
damage to the plastic.

* If you do not do maintenance, it decreases the life cycle of the product and increases the
risk of accidents.

* Special training is necessary for all servicing and repair work, especially for the safety
devices on the product. If not all checks in this operator's manual are approved after you
have done maintenance, turn to your servicing dealer. We guarantee that there are
professional repairs and servicing available for your product.

* Only use original spare parts.
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E BETONTROWEL BV

2 Checks and Operation

1. Check the speed controller

* Turn and release the speed controller to make sure that it moves freely.

2. Check the user interface

* Long press the battery button to active the battery. Short pressing the button and
the LED to show the battery is activated.

* Turn on the ON/OFF button.

Battery
Button
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3. Vibration absorbers

* The vibration absorbers reduce the vibration in the product. Vibration absorbers
decrease harmful vibrations to prevent injury to the operator and damage to the
product.

Check the Vibration absorbers
* Make sure that there are no cracks or deformation on the Vibration absorbers.
* Make sure that the Vibration absorbers are correctly attached to the motor unit and
handle unit.

4. To do before to operate the product

* Read the operator's manual carefully and make sure that you understand the
instructions.

* Make sure that the battery is charged.

* Connect the battery to the product.

* Do the daily maintenance.

5. To connect the battery to the product

1. Make sure that the battery is fully charged.
2. Put the battery on the battery stand of the product.
3. Press clamps to lock with battery ears.
4. Connect the battery and product with connectors.
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ON/OFF Switch

6. To start the product

Speed
Controller

Cruise Control Button

S

aORWDN

Connect the battery to the product.

Long press the button on battery until the battery indicator comes on.
Push the ON/OFF switch to “|” position.

Use the handle speed controller to control the speed.

. To operate the product

Spray the beam with concrete form oil or concrete release agent. This makes
it easier to clean the product after operation because the concrete does not
attach to the beam.

Put the beam at the start of the first section of the concrete surface.

Start the product.

Hold the handles tightly.

Rotate speed controller to different position to adjust the vibration force.
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8. To operate the cruise control function

1. Rotate speed controller to optimal position with vibration frequency for your
operation.

2. Push the cruise control button to set the selected vibration frequency.

3. Release the speed controller to operate the product with the cruise control
function.

4. To adjust the vibration frequency, do the procedure that follows.

a) Push the cruise control button to stop the cruise control function.
b) Rotate speed controller to required vibration frequency. Then push the
cruise control button, to set the new cruise control speed.

9. To stop the product

1. Release the speed controller or push the cruise control button.
2. Push the ON/OFF switch to “O” position.
3. Long press the button on the battery to power off the battery and take the battery
out.
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3 Maintenance

1 Maintenance plan

Maintenance

Daily | Weekly | Monthly

Clean the product.

Make sure that the ON/OFF switch operates X
correctly and is not damaged.

Make sure that the speed controller operates X
correctly from a safety point of view.

Make sure that there is no oil and grease on the X
handles, and that they are dry and clean.

Make sure that the screws and nuts are tight. X
Make sure that the battery gets locked in the X
product.

Make sure that the battery charger operates X
correctly and is not damaged.

Make sure that the battery is not damaged. X
Make sure that the battery is charged. X

Examine all cables, couplings and connections.
Make sure that they are not damaged or dirty.

damaged.

Do a check of the connections between the battery X
and the product. Do a check of the connection

between the battery and the battery charger.

Make sure that the vibration damping units are not X
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2 Service and Cleaning

* Remove concrete from the surfaces of the product after each operation before the concrete
becomes hard.

* Use water and a brush to clean the product.

* Spray the beam with concrete form oil or concrete release agent. This makes it easier to
clean the product after the next operation.

* Remove grease and oil from the handle.

* Clean the motor, battery and battery charger with a dry cloth. Keep the battery guide tracks
clean.

* Make sure that the terminals on the battery and the battery charger are clean. Always do
this before you put the battery in the battery charger or the product.
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4 Transportation, storage and disposal

Transportation and storage

* Keep the handles folded during transportation.

* Disconnect the user interface cable.

* Attach the product safely during transportation.

* Remove the battery for storage or transportation.

* The supplied Li-ion batteries obey the Dangerous Goods Legislation requirements.
* Obey the special requirement on package and labels for commercial transportation,
including by third parties and forwarding agents.

* Speak to a person with special training in dangerous material before you send the
product. Obey all applicable national regulations.

* Charge the battery 30% to 50% before you put it in storage for long periods.

* Clean the product and do a full servicing before you put the product in storage for a
long time.

* Use tape on open connections when you put the battery in a package. Put the
battery in the package tightly to prevent movement.

* Do not keep the battery in an area where static electricity can occur. Do not keep
the battery in a metal box.

* Keep the battery where the temperature is between 5°C/41°F and 25°C/77°F and
away from open sunlight.

* Keep the battery charger where the temperature is between 5 °C/41 °F and
45°C/113°F and away from open sunlight.

* Keep the battery away from the battery charger during storage.

* Keep the battery and the battery charger in a locked, dry and frost-free area.

* Keep the product in a dry and frost-free area.

* Keep the product in a locked area to prevent access for children or persons that are
not approved.

Disposal of the battery, battery charger and product

The symbol below means that the product is not domestic waste. Recycle it at a
recycling station for electrical and electronic equipment. This helps to prevent
damage to the environment and to persons.

Speak to local authorities, domestic waste service or your dealer for more
information.
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5 Specifications

1 Technical data sheet
Model BTS36B
Motor Type DC Brushless
Motor Power 1 kW
VPM 0-7500 rpm
Speed Adjustment Linear
Speed Cruise Yes
Blade Size 1.2-4.8 m
Weight with Battery W/O blade 20 kg
Battery Size 260x135x150 | mm
Battery Type Lithium-lon
Battery Voltage 36 Volt
Battery Capacity 5/10 Ah
Working Time (@20°C) >30/60 min
Charge Time From Zero to Full 1.7/3.4 hours
Super Charge Time From Zero to Full 1/1 hour
Cycles 500+ times
Charge Temperature 0-45 °C
Working Temperature -5-60 °C

Nijverheidsstraat 10

1840 Londerzeel/Belgium

Tel: +32 (0)52 315 350 - Tel: +32 (0)52 315 351
Fax: +32 (0)52 303 739

E-mail: info@betontrowel.com

BE 0821.249.312

www.betontrowel.com

BNP FORTIS: BE81 00159813 5624 -

GEBABEBB

Pag. 17/
18



E BETONTROWEL BV

BETONTROWEL.COM

2 Parts
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BETONTROWEL BV

No Description Drawing No. Qty
Handle Grip (Controller) 2602-00065-4
Handle Bar 2602-00018-4

Handle Clamp, Right

2602-00046-4

Allen Screw MGx20

16062003

Wire Holder 2602-00032-4
Handle Section, Right 2602-00068-4
Bolt M8x25 15080250
Washer MBx22x2 11082202
Nylon Washer 2602-00034-4
Kick Stand 2602-00005-4
Washer M8 11080000
Lock Nut M8 13080001
Handle Base 2602-02000-4
Allen Screw MGx16 16061604

Handle Clamp, Left

2602-00045-4

Handle Grip, Left

2602-00066-4

Handle Section, Right

2602-00017-4
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Rubber End 2602-00028-4 1

Clamp 2602-00019-4 1

Bolt M5x25 16052501 2

Carry Handle 2602-00003-1 1

MNut M8 13080000 4

Spring Washer M8 12080000 8

Washer M5 11050000 2

Lock Nut M5 13050001 2

Shock Absorber 2602-05000-4 4

Allen Screw MGx25 16062503 8

Spring Washer M6 12060000 8

Viberation Case 2602-00004-1 1

Bearing 62203 2162203-2R 1

Rotator 2602-00030-4 1

Bearing 5202 215202-2R 1

Flange 2602-00027-1 1

Qil Sealing TCP15xP30x7 2515300702 1

35 Bolt M12x45 15120450 2
36 Washer M12 11120000 4
37 Blade 2602-00010-1 1
38 Spring Washer M12 12120000 2
39 Lock Nut M12 13120001 2
40 Bolt M6x12 15060122 10
41 Front Shield 2602-36000-3 1
42 Viberation Isolation Shaft 2602-03000-4 1
43 Lock Nut M6 13060001 9
44 Washer M6 11060000 17
45 Motor 2602-00055-4 1
46 Motor Base 2602-35000-3 1
47 Rubber Washer 6x2 2602-00048-4 2
48 Wrench Holder 2602-00049-2 1
49 Allen Wrench 5mm 2602-00050-4 1
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No. Description Drawing No. Qty
50 Wire, Controller to Driver 2602-00072-4 1
5 Wire, Driver to Battery 2602-37000-1 1
52 Battery Pack 2602-33000-1 1
53 Rear Shield 2602-00069-2 1
54 Allen Screw M6x16 16061603 3
55 Driver 2602-00056-4 1
56 Rubber Mat 2602-00070-4 4
57 Hook 2602-00071-4 2
58 Hook Handle 2602-00062-4 2
59 Nail M5x40 17054005 2
60 Joint, Electrical Box 70000029 2
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E BETONTROWEL BV

Declaration of Conformity / Certificat de conformite /
Gelijkvormighheidscertificaat / Declaracion de Conformidad / Declaracao de
Concormidade / Dichiarazione Di Conformita

Model : BTS36B

We Beton Trowel BV

Declare under our sole responsibility that the product to which this declaration relates is in conformity with the following
standards or other normative documents.

Declarons sous notre responsabilite que le produit cette declaration est conforme aux norms suivantes ou d’autres
documents habituels.

Verklaren onder onze verantwoordelijkheid dat het product naar welke de verklaring verwijst conform de volgende
standards of anders gebruikelijke documenten is.

Declaramos bajo nuestra unica responsabilidad que el producto en lo que esta declaracion concierne, es conforme con la
siguiente normative u otros documentos.

Declara sob sua responsabilidade que o produto a quem esta declaracoa interessar, esta em comformidade com os
seguintes documentos legais ou normas directivas.

Dichiariamo sotto la ns. Unica responsibilita che il prodotto al quale questa dichiarazione si riferisce, e fabbricato in
conformita ai seguenti standard e documenti di normative.

EN 349.2008:A1:2008 EN 12100:2010 EN12649:2008+A1:2011 EN ISO 5349-2:2001 +A1:2015

Following the provisions of Directives:
Suivant les directives determinees:
Volgens de vastgestelde richtlijnen:
Siguiendo las directivas:

No sequimento das clausulas da Directivas
Seguendo quanto indicato dalla Direttivas:

2006/42/EC Machinery Directive

2000/14/EC Noise Directive

2001/95/EC General Product Safety Directive
2002/95/EC Reduction of Hazardous Waste Directive
LVD2014/35/EU Low Voltage Directive

2004/30/EU Electromagnetic Compatibility

ResponsiblelTechnical File : Chris Livingston for

Nijverheidsstraat 10
B-1840 Londerzeel
Belgium

Tel 0032 52315350
Fax0032 52315359
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Nijverheidsstraat 10 BNP FORTIS: BE81 00159813 5624 - GEBABEBB
1840 Londerzeel/Belgium

Tel: +32 (0)52 315 350 - Tel: +32 (0)52 315 351

Fax: +32 (0)52 303 739

E-mail: info@betontrowel.com

BE 0821.249.312

www.betontrowel.com
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