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Use this guide along with the parts lists attached to locate and identify components of your
screed. When ordering replacement parts, be sure to provide the model number and serial
number from the screed.
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B3R Beton Trowel Bv

READ AND STUDY THE FOLLOWING SAFETY INFORMATION BEFORE ATTEMPTING TO
OPERATE THIS EQUIPMENT. IN ADDITION, ENSURE THAT EVERY INDIVIDUAL WHO
OPERATES OR WORKS WITH THIS EQUIPMENT IS FAMILIAR WITH THESE SAFETY
PRECAUTIONS.

WARNING - LETHAL EXHAUST GAS!

An internal combustion engine discharges carbon monoxide, a poisonous, odorless invisible gas.
Death or serious illness may result if inhaled. Operate only in an area with good ventilation,
NEVER IN A CONFINED AREA!

WARNING - DANGEROUS FUELS!

Use extreme caution when storing, handling and using fuels - they are highly volatile and explosive
in vapor state. Do not add fuel while engine is running. Stop and cool the engine before adding
fuel. DO NOT SMOKE!

SAFETY GUARDS

It is the owner's responsibility to ensure ALL GUARDS AND SHIELDS are in place and in working
order.

IGNITION SYSTEMS
Breakerless, magneto and battery ignition systems CAN CAUSE SEVERE ELECTRICAL
SHOCKS. Avoid contacting these units or their wiring.

SAFE DRESS
DO NOT WEAR loose clothing, rings, wristwatches, etc., near machinery.

NOISE PROTECTION
Wear O.S.H.A. specified hearing protection devices.

FOOT PROTECTION
Wear O.S.H.A. specified steel tip safety shoes.

HEAD PROTECTION
Wear O.S.H.A. specified safety helmets.

EYE PROTECTION
Wear O.S.H.A. specified eye shields, safety glasses, and sweat bands.

OPERATOR
Keep children and bystanders off and away from the equipment.
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REFERENCES

For details on safety rules and regulations, contact your local Occupational Safety and Health
Administration (O.S.H.A.) office. Equipment operated in other countries must be operated and
serviced in accordance and compliance with any and all safety requirements of that country. The
publication of these safety precautions is done for your information. Beton Trowel NV. does not by
the publication of these precautions, imply or in any way represent that these are the sum of all
dangers present near this equipment. If you are operating this equipment, it is your responsibility to
insure that such operation is in full accordance with all applicable safety requirements and codes
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Introduction

This concrete screed is intended for use in many applications. It offers the highest level of finishing
consistency available today. Precision machining of all components, combined with all bolted
construction, are the key factors for ease and speed of assembly and for true alignment job after
job.

This exclusive 45 degree A-frame cast aluminum design assures that all sections are exactly the
same and totally interchangeable. They come in 8'4", 4'4" and 2'4" lengths, so you can mix and
match the length you need up to 65 ft (20 m) for gas models and 65 ft (20 m) for air models.

The gasoline engine driven screed gives you a maximum eccentric speed of 2800 rpm, and
permits idling of the screed without stopping the engine. The air driven version gives you cycle
vibration ranging from 5000 to 8000 VPM at 40 ps to 60 ps using about 4 CFM per vibrator.

The gasoline engine driven screed has winch kits available. The hand winch kit and the hydraulic
winch kit. The air powered screed offers the same fine features as the mechanical unit. It comes
with optional handles and an air system that includes filter, regulator and lubricator. It features an
air line that is protected from damage by running inside the length of the A-frame structure, and
has flexible hose couplings between the air supply tubes.

A great deal of time and effort in developing this screeds has been invested. The equipment you
have purchased is built with a great deal of pride and designed to give you long life, efficient
operation, durability and dependability.

READ THIS MANUAL

The information in this manual has been written in an easy to read style. The design features makes
it convenient to operate and service your screed through the use of this manual.

Read this manual carefully to learn how to operate and service your screed correctly. Failure to do
so could result in personal injury or equipment damage.

Major points of safe operation are detailed on the SAFETY PRECAUTIONS page of this manual.
This manual should be considered a permanent part of your screed and should remain with the
screed.

MEASUREMENTS
Units of measure and their metric equivalents are used in this manual.
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DIRECTIONS
Right and left sides of the screed are determined by facing the front (strikeoff) edging ("T" shaped
edging). See Figure 1.

BACK (FLOAT)

L0
LEFT %ﬁﬁ\/ﬁ/\j\/ﬁé RIGHT
DIRECTION
OF TRAVEL

FRONT (STRIKEOFF)

FIGURE 1

WARRANTY

Warranty is provided as part of our support for customers who operate and maintain their equipment
as described in this manual. The warranty is stated on following pages.

Beton Trowel NV reserves the right to make changes or improvements in the design or construction
of any part without incurring the obligation to install such changes on any piece of equipment
previously delivered.
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SAFETY NOTICE & DECALS

4\

IMPORTANT NOTICE

The “SAFETY ALERT SYMBOL” is used to call attention to items or operations that may be
dangerous to machine operators or others working with this equipment. The symbol can be
found throughout this manual and on the unit itself. Please read these messages carefully.
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#08875, Belt Guard
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#01447, Belt Guard

AAWARNING

4

PIECES ROTATIVES
Ne pas toucher!

ROTATING PARTS
Keep hands away!
SR

#11640, Belt Guard

WEAR EYE PROTECTION

WHEN

OPERATING EQUIPMENT

#15459, Belt Guard
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Decals shown below are located only on the hydraulic winches.

AUTO STOP MUST BE ADJUSTED EACH TRAVEL SPEED AUTO STOP
TIME SCREED LENGTH OR OPERATING ée,‘-‘" F-q‘p ﬁ,e a4
CONDITIONS CHANGE. SET TRAVEL o A - \;G £"%a
SPEED, THEN INCREASE OR DECREASE ‘;1" ‘; w X ]
AUTO STOP RESISTANCE TO A POINT xw ; m
SLIGHTLY HIGHER THAN REQUIRED TO l’ l [ s>
MAINTAIN DESIRED TRAVEL SPEED. \90\9& 3'3,;“
15399
#15399 (TOP OF SUPPORT FRAME) 15400 l 'l
m #15400 (TOP OF VALVE BLOCK, RIGHT)
AUTO STOP TRAVEL SPEED
% R F
;a‘\c,e R%'&o 2% 4e
’ o . s A
Wyl w® ~ m
O o’ W : m L n
(LS &b
° P ]
o ¥ 27, -[r vlv
l l 15401

#15401 (TOP OF VALVE BLOCK, LEFT)

ROTATING PARTS

Keep hands awayl

18518
#15518 (WINCH COVER)

DISENGAGE=

15634

«DISENGAGE

1308

#15398 (WINCH COVER, RIGHT)

+ENGAGE
CABLE OUT»

#15634 (WINCH COVER, LEFT)

ENGAGE=
« CABLE OUT

¢CABLE IN CABLE IN»

#15631 (WINCH COVER, LEFT) #15632 (WINCH COVER, RIGHT)
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SAFETY DECAL LOCATIONS

ENGAGE=
«CABLE OUT

<« CABLE IN

i

@,

ROTATING PARTS

Keep hands away!

18518

DISENGAGE=»

AUTO STOP MUST BE ADJUSTED EACH
TIME SCREED LENGTH OR OPERATING
CONDITIONS CHANGE. SET TRAVEL
SPEED, THEN INCREASE OR DECREASE
AUTO STOP RESISTANCE TO A POINT
SLIGHTLY HIGHER THAN REQUIRED TO
MAINTAIN DESIRED TRAVEL SPEED.1 5390
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SCREED SPECIFICATIONS

Mechanical

Section Length

Model Section Length

MVSE ... Bft. 4 in. (2.54 m)
MVS4 ..o 4ft. 4 in. (1.32 m)
MVS2 .. 2ft. 4 in. (0.71 m)

Screed Blades

Front (Strikeoff)

“T" Profile Blade ........ Standard

“L” Profile Blade . ........ Optional

Plow Blade . ............ Optional
Tamper Blade ........... Optional

Rear (Floaf)

“L” Profile Blade . ........ Standard
Truss Dimensions

Height ................. 16in (40.7cm)
Width ...t 15in (38.1mm)
Weight approx. (excluding engine)
AllModels .............. 8.3 lbs./fit. (12 kg/m)
Engines

Maodel Bated Power
Briggs & Stratton

Model 135232 .......... 5.0hp / 3.7kW
Honda

Model GX160K1QX . ..... 5.5hp [ 4.1kW
Honda

Gx240K1QA2 .. ... .. ... B.0hp / 6.0kW
Engine Speed (max)

Allmodels .............. 2800 RPM

Centrifugal Force / Unit Length

Allmodels .............. 15.0 Ibs. / ft (220 N/m)

@ 2800 RPM

Air Powered

Section Length

Model Section Length

AVSE (..l B ft. 4in. (2.54 m)
AVS4 (..ol 4 ft. 4in. (1.32 m)
AVSZ (L 2 ft. 4in. {0.71 m)

Screed Blades
Front (Strikeoff)

“T" Profile Blade . ....... Standard
“L” Profile Blade ......... Optional
PlowBlade ............. Optional
Tamper Blade . .......... Optional
Rear (Float)

“I" Profile Blade ......... Standard

Height ................. 16in (40.7cm)

Width ............ oL 15in (38.1cm)
Weight approx. (excluding regulator kit)
AllModels .............. 8.9 Ibs/ft. (13.2 kg/m)

Vibrations per minute
AllModels .............. 5000—8000

Air Operating Pressure

All Models . ... ... 40 — 60 psi (0.28 — 0.41 MPa)
Air Usage
All Models ....... 4 cfm (0.11 m3/min.) / vibrator
Hydraulic Winch
(For Mechanical Screeds)
MNoise Level .......... 89 dba
Weight .............. 82 |bs./side (37 kg/side)
Length .............. 10 in (25.4cm)
Height ............. 34 in (86.4cm)
Oil Capacity ........ 1.7 gal (6.4 1)
Width . ........... 9.75 in (24.8cm)
Speed .......... 0—16.7 ft/min (0—5.1 m/min)
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SERIAL NUMBER LOCATION

SCREED AND HYDRAULIC WINCH SERIAL NUMBERS

The serial number for each screed section is located on the side of the left most A—Frame.
The serial number is also stamped into the top of each A—Frame.

SCREED FRAME HYDRAULIC WINCH
SERIAL# (Stamped) 15

SERTALH DECAL
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GENERAL

SECTION ASSEMBLY

The following describes the assembly procedure of screed sections for both Mechanical
and Air Screeds. Most figures shown are of a Mechanical Screed. Section assembly of an
Air Screed is identical except where otherwise stated. It is essential to follow the proper
set—up sequence when assembling the screed for optimum performance.

IMPORTANT!

For steps 1—10, the screed sections
must be on a flat surface.

1.

Determine the number of sections re-
quired to obtained the proper screed
length. Arrange the sections so the lon-
ger sections are in the middle and the
shorter sections are at the ends.

For the mechanical screed affix an en-
ine kit to one of the end sections or to

the middle section. Refer to Engine

Assembly for engine kit installation.

If an air screed is being used, refer to
Air Drive Assembly for instruction on
assembling air drive and end frames.

4, Assemble end frames and winches to

the end sections. Refer to End Frame
Assembly for installation of end
frames.

Start assembling sections at one end of
the screed. For mechanical screeds
place a flex coupling along with two flex
coupling collars between the two cou-
pling drivers of adjoining sections. Col-
lars should be slid out to the ends of the
flex coupling (see Figure 2).

713

IMPORTANT !
Check that the two vibrating shaft

offsets are in line.

Assemble all sections in this manner.
Sight down top tubes of all sections
joined and straighten sections if neces-

sary.

FIGURE 2

For the air screed join the threaded
manifold ends with a manifold hose.
Use a pipe wrench to prevent the man-
ifold from turning while the hose ends
are tightened onto the manifold ends
(see Figure 3). Assemble all sections in
this manner. Sight down top tubes of all
sections joined and straighten sections
if necessary.

FIGURE 3

6.

Install a two bolt splice plate thru float
edging. Install a four hole splice plate
on the outside of edging and loosely
ir;stall four blind nuts (see Figures 4 and
5).
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8. Make sure the bottom of the four edg-
ings are in the same plane. Tighten
both splice plates hard.

9. Takea right turnbuckle eye and install a
right—hand jam nut about three quar-
ters of the way up the shaft. Now install
the eye onto the turnbuckle a little over
half way. Do the same with the left turn-
buckle eye (see Figure 8).

FIGURE 8

FIGURE 5 10.Loosely install the turnbuckle assembly
directly above the flex coupling to both
clevises using a 5/8—18 X 2—1/2 bolt,

7. Install a four bolt splice plate thru the
strikeoff edging. Install a four hole
splice plate on the inside of the edging
and loosely install 4 blind nuts (see Fig-
ures 6 and 7).

FIGURE 7

lockwasher, and a hex nut (see Figure
9). Install all the turnbuckles in the
same direction as you progress
down the screed. There is a notch cut
on one end of the turnbuckle to indicate
its direction. Remember, do not tighten
the turnbuckle hardware yet.

o

FIGURE 9
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REPEAT STEPS 6 — 10 UNTIL ENTIRE SCREED IS ASSEMBLED.

After all needed sections are assembled
the edging can be trued horizontally.

11.If the pour surface is to be crowned or
flat, rotate the turnbuckles so the turn-
buckle eyes are pushed away from
each other taking out the slack at the
clevis connections. If the pour surface
is a valley, rotate the turnbuckles so the
turnbuckle eyes are drawn towards
each other taking out the slack at the
clevis connections (see Figure 10).
Tighten down the 5/8 bolts going
through the clevises and turnbuckle
eyes HARD once the slack is removed.

Clevis Turnbuckle Eye

\

Crowned or Flat
-
4

¥

aQ =] o ]
oo

Tumbuckle

— -

Valley

FIGURE 10

12. The screed is now ready for grade ad-
justment. Place the assembled screed
on blocks or forms. String a taut chalk
line across the back of the float edge of
the screed (see Figure 11). Start with
the centermost turnbuckle and adjust it
so the bottom edge of the screed
moves up or down until it is adjusted to
the desired grade (see Figure 12). Ad-
just each turnbuckle, wo inc? out from

asEw

FIGURE 11

FIGURE 12

CAUTION!

If there is a significant difference be-
tween the ambient temperature at set up
and the temperature of the concrete to
be screeded, the edgings may warp due
to thermal expansion. Recheck the
grade of the screed if this is the case.

the center, until the desired grade is MAGHINED NOTCH
achieved. As the turnbuckles are ad- _ -
justed from the center out, previously g S —RE S
adjusted turnbuckles may need to be —— ’
readjusted to grade. Readjust the cen- J
termost turnbuckles and continue ad- BLIND NUT
justing outward. When all adjustments
are completed, hold the turnbuckle o g
from further movement and tighten the ‘.'. SER<
jam nuts. F _/" . ‘\
=~ A, NG
’- l_l..-l|.“| NN
-J/ FLEX \
-/ CORRE my COHRLER
J 66 6 8y \
U
SPLICE PLATE SPLICE PLATE
WITH BOLTS
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GENERAL

ENGINE ASSEMBLY

The engine can be put on any mechanical screed section on the left end where there are
bearings in two adjacent A—frames.

1. To install sheave, first remove left cou- ing bracket thru holes aligned above
pling driver. Support end of shaft when (See Figure 15). These bolts replace
driving out the spiral pin. Now remove the original 3/8—16 X 2 bolts that were
left end A—frame and clevis. Slide removed earlier.

#09126 sheave onto main shaft. Also
put both V—Dbelts, supplied with engine
kit, around main shaft and over top of
the top tube (see Figure 13). Reassem-
ble left A—frame, clevis and coupling
driver (see Figure 14). Do not install the
top tube bolts at this time.

FIGURE 15

3. Place engine mounting deck (#09787)
on top of mounting bracket installed in
Step 2. Loosely install engine mount-
ing deck using four whiz—lock bolts
and flange nuts thru slots in mounting

FIGURE 13 deck and thru holes in mounting brack-

et (see Figure 16). The mounting deck

should be in its lowest position.

FIGURE 14
FIGURE 16

2. Remove the two top tube bolts from
right A—frame next to left A—frame re-
moved in Step 1. Set #09090 mourting 4. Bolt engine tight to the mounting deck

bracket on top tube and align holes up using four engine mounting bolis,
over the two A—frames. Use four washers and flange nuts (see Figure
3/8—16 X 2—1/2 bolts to secure mount- 17).
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7. Adjust belt tension by sliding engine
mounting deck upward in slots. Check
belt tension by pinching belt between
your fingers.

Single Belt — The two sides of the belt
should touch or go slightly past each
other (see Figure 19).

Dual Belt — A 2" gap should remain be-
tween the two sides of both belts.

Tighten the four whiz—lock bolts holding
the engine mounting deck to the
mounting bracket. NOTE: Do not over
tighten belt.

FIGURE 17

5. Slip one V—belt over engine clutch.
Place V—belt on sheave and align
sheave with engine clutch. Secure
spare V—belt to an A—frame using tie
wraps (see Figure 18).

c——

FIGURE 19
8. Bolt the belt guard to the mounting

bracket using three 5/16—18 X 1/2
screws (see Figure 20).

FIGURE 18

J1N

Make sure the shaft is rotated to its
lowest position at this time. (set
screws in bearings are up).

6. Rotate pulley so the thick side of bore -
is on t%gﬂ of the ﬁhaﬂ. Tighten sheave e —
onto shaft by tightening the two screws
in the tapered bushing of sheave. FIGURE 20
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GENERAL

END FRAME ASSEMBLY

The end frames are symmetrical and can be used on either end. NOTE: The end frames for
the hydraulic drive are left hand and right hand.

1.

Set an end frame on one of the screed
ends and align the two bottom holes
with the two holes in the edging. Se-
cure with two 3/8—16 X 1 whiz—lock
Sﬁ:gews and two flange nuts (see Figure

FIGURE 21

2.

Attach eye bolt to clevis and place thru
hole in center of cross brace. Square
end frame with screed edging by ad-
justing the two nuts on the eye—bolt
and then tightening them securely (see
Figure 22).

FIGURE 22

AIR DRIVE ASSEMBLY

. Decided which end of screed the com-

bination regulator unit will be mounted.
Install 90 degree pipe fitting and nipple
on regulator end of air manifold. Install
pipe cap on opposite end of manifold.
Install end frames on either end of
screed, refer to End Frame Assembly.
On inlet side of regulator assembly
install pipe nipple and ball valve.

On outlet side of regulator assembly
install pipe nipple, 90 degree pipe fit-
ting and another pipe nipple.

6.

7.

8.

9.

Install pipe plug and pressure gage on
regulator assembly.

Install pipe rings on each side of air reg-
ulator.

Using 3/8" bolts and nuts, mount air fil-
ter assembly bracket to the screed end
bracket.

Using 5/16" bolts and nuts mount regu-
lator assembly to mounting bracket.

10.Install air hose between regulator as-

sembly outlet and screed air manifold.
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HYDRAULIC DRIVE ASSEMBLY

GENERAL

1. Install end frames on either end of
screed.

2. Install a three bolt splice plate on the in-
side of the float edging. Install a four
hole splice plate on the outside of the
float edging and loosely install three
blind nuts. ?see Figure 23)

3. Install a four bolt splice plate on the out-
side of the strikeoff edging. Install a four
hole splice plate on the inside of the
strikeoff edging and loosely install four
blind nuts. (see Figure 23)

FIGURE 23

4. Make sure the bottom of the four edg-

ings are in the same plane. Securely
tighten both splice plates.

. Install the extension bar with a 5/8—18 x

2—1/4 long hex head bolt and a
lockwasher with hex nut. (see Figure
24)

. Install the flex coupling with the two col-

lars.

FIGURE 24
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OPERATING INSTRUCTIONS

* Check for damage to unit upon initial receipt and startup.

«  REMEMBER! It is the owner's responsibility to communicate information on the safe use
and proper operation of this unit to the operators.

» Before operating, review SAFETY PRECAUTIONS listed on page NO TAG of this manual.

+ Familiarize yourself with the operation of the unit and confirm that all controls function
properly BEFORE starting engine.

* Know how to STOP the unit.

* Make sure hands, feet, and clothing are at a safe distance from any move-able parts prior to
starting.

* Make sure winches, pulleys and cables move freely and are clean and lightly greased.

* OIL LEVEL - Check the oil level in the engine. For more information see Engine oil in the eni
ne "Owner's Manual".

*+ AIR CLEANER - Check to ensure element is in good condition and properly installed. Clean
filter element if it's clogged. Replace it if it's damaged.

« FUEL SUPPLY - The engines on equipment require a high grade of clean, fresh, unleaded
gasoline.

+ FUEL FILTER - Check to ensure element is in good condition. Replace it if it's clogged or
damaged.

+ AIR REGULATOR UNIT - Check to ensure there is an ample supply of Air Tool Qil in the
oiler of the regulator unit.

«  HYDRAULIC OIL SUPPLY - For Screeds with hydraulic winch kits, check to ensure there is
an ample supply of Hydraulic Oil in the tank.

+ DRIVE GEAR LEVER - For Screeds with hydraulic winch kits, check to ensure lever is in
the disengaged position, before starting the engine.
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STARTING

71

DO NOT START OR RUN THIS MA-
CHINE IN AN ENCLOSED AREA. THE
ENGINE PRODUCES CARBON MON-
OXIDE, APOISONOUS GAS.

Refer to the specific engine’s manual for
detailed information on starting proce-

dure.

—

Open fuel valve.

n

Move choke control to the closed posi-
tion. A warm engine may not need to
be choked.

3. Set engine throttle to idle position.

4 Turn engine switch to the “ON" posi-
tion. Pull rewind starter to start engine.

5 After engine starts, open choke and let
engine warm up at idle for one or two
minutes before operating screed.

STOPPING

71

DO NOT STOP THE ENGINE WHEN THE
ENGINE IS RUNNING AT HIGH SPEED.

Refer to the specific engine’s manual for
detailed information on stopping proce-

dure.

1. Move throttle to the “SLOW" position
and let engine idle for a couple of min-

utes.

2. Stop engine by turning engine switch to
the “OFF” position.

3. Close fuel valve.

1

DO NOT CHOKE THE CARBURETOR TO
STOP THE ENGINE.

OPERATING

Proper screed operation is dependent
upon uniform and accurate concrete
placement. The puddlers should rough
grade the freshly poured concrete to just
above the strikeoff edging. For the me-
chanical screed effective screeding can be
done with the engine set from 2000 to a
maximum of 2800 rpm. The operating air
pressure range of the air screed is 40 to 60
PS| depending upon the concrete slump.

Each vibrator uses 4 CFM.

1. Begin moving screed to strike off rough
graded concrete.

2. Puddlers should maintain a uniform
rough grade and remove any concrete
buildup in front of leading edge (see
Figure 25).

3. If screed has to be stopped in the con-
crete, it is important to do so quickly as
this will prevent wash back and ridges.

Nijverheidsstraat 10

1840 Londerzeel/Belgium

Tel: +32 (0)52 315 350 - Tel: +32 (0)52 315 351
Fax: +32 (0)52 303 739

E-mail: info@betontrowel.com

BE 0821.249.312

www.betontrowel.com

BNP FORTIS: BES81 0015 9813 5624 -

GEBABEBB

Pag.
20/49



BETONT ROWEL.COM

Beton Trowel Bv

4. Before starting up again, pick up
screed and set it back about a foot,
then proceed.

FIGURE 25

5. If there is a time delay between con-
crete trucks, the unfinished concrete
should be rough graded back and well
below screed strike off height. This will
prevent a cold joint when screed opera-
tion is resumed.

CLEANING

1. After using screed for the day, immedi-
ate wash the screed down with a wa-
ose or hlgh pressure washer and
buildup of concrete with

a stiff brush. Do not use wire brush.

2. Grease each bearing of the mechanical
screed with one shot of low tempera-
ture grease immediately after cleaning.
Do not over grease the bearings!

scmb any har

Run screed at operating speed for one
minute to dissipate and expel excess

grease.

DO NOT USE A HAMMER TO REMOVE
CONCRETE FROM THE SCREED.

HYDRAULIC WINCH OPERATION

OPERATING

The hydraulic winches are powered by the
main screed shaft and will only operate

when it is running.

To start hydraulic winch.
1. Move winch handle to the “CABLE IN”

position.

2. Move the drive gear lever to the “EN-
GAGE" position. The screed will begin
moving. |f screed does not move, turn
speed adjusting knob clockwise until it

starts to move.

3. To adjust speed, turn the knob ontop of
the valve marked Travel Speed. After
desired speed is reached, the jam nut
must be locked down or vibration will
change the setting.

4. The Auto Stopis to allow the screed to
stop at any obstruction without falling
over.

To stop hydraulic winch

1. Move the drive gear lever to the “DIS-
ENGAGE" position.
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SCREED MAINTENANCE & SERVICE

A—FRAME REPLACEMENT

REMOVAL (Mechanical)

1.

2.

Remove coupling driver. Support end
of shaft when driving out the spiral pin.

Loosen bearing set screws and remove
shaft. If there is a drive pulley on the
shaft, it must be loosened to remove
shaft.

Slightly loosen all bottom A-—frame
whiz—lock screws securing edgings to
A—frames.

Loosen top tube bolts and remove top
tube.

Remove the two bottom whiz—lock
screws in A—frame to be removed. Re-
move A—frame.

INSTALLATION (Mechanical)

1.

10.

11.

Installation must be done on a flat sur-
face.

Loosely install new A—frame into
screed with two whiz—lock screws.

Loosely install top tube with hardware.

Tamp screed on flat surface to ensure it
is flat and true.

Tighten all whiz—lock screws securing
A—frames to screed edgings.

Tighten top tube bolts.

Turn and align bearings so the set

screws are all facing up.

Insert shaft into screed bearin%s. If a

drive pulley was removed, loosely

place in on shaft under engine. Also en-

Eu:e shaft is threaded through drive
elt.

Align set screw marks in shaft with set
screws in bearings. This will ensure
shaft is properly centered in screed.
There should be an offset of 1=7/16"
from the end of the shaft to the end of
the screed edgings.

Tighten bearing set screws ensuring
they are all in the same orientation.

Align and install coupling driver.

Make sure offset of coupling driver
matches offset of eccentric bearings
when installed (thick side of cou-
pling driver matches orientation of
thick side of eccentric bearings).

Support end of shaft when driving the
spiral pin through. The pin should be
driven in so an equal amount of the pin
is protruding from the coupling driver
on either side.

12.1f applicable, tighten drive pulley and

align as described in ENGINE AS-
SEMBLY.

REMOVAL (Air Screed)

1. Disconnect exciter air hoses from air
manifold.

2. Remove male connectors from air man-
ifold.

3. Slide air manifold out of screed.

4, Slightl?y loosen all bottom A—frame
whiz—lock screws securing edgings to
A—frames.

5. Loosen top tube bolts and remove top
tube.

6. Remove the two bottom whiz—lock

screws in A—frame to be removed. Re-
move A—frame.

INSTALLATION (Air Screed)

1.

Installation must be done on a flat sur-
face.

Loosely install new A—frame into
screed with two whiz—lock screws.

Loosely install top tube with hardware.

Tamp screed on flat surface to ensure it
is flat and true.

. Tighten all whiz—lock screws securing

A—frames to screed edgings.
Tighten top tube bolts.

Insert air manifold into screed. Orien-
tate air ports so they face up.

Install male connectors into air ports.

Connect air exciter hoses to air man-
ifold.
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BEARING REPLACEMENT

(Mechanical Screed)

1.

2.

3.

Remove A—frame (Refer to section on
A—FRAME REPLACEMENT).

Knock out or press out old bearing out
of A—frame.

Press new bearing into A—frame.

. Install A—frame into screed (refer to A=

FRAME REPLACEMENT).

DRIVE BELT REPLACEMENT

(Mechanical Screed)
GENERAL

There should always be two drive belts on the screed. One for driving and one for emer-
gency replacement. Itis assumed the engine kit is installed on the left side of screed for this
procedure.

1.

2.

Remove left coupling driver. Support
end of shaft when driving spiral pin out.

Loosen set screws in left most A—frame
bearing.

Remove the two bolts from the top tube
at left end of screed and remove clevis.

Remove blind nut from bottom screw in
left A—frame and back screw out so it
clears edging surface.

Remove whiz—lock screw holding the
other leg of A—frame to edging and
slide A—frame off shaft.

Slip on a new drive belt over clutch and
drive pulley. Secure, using tie wraps,
an extra drive belt to an A—frame next
to drive pulley. Make sure extra drive
belt is threaded over top tube and un-
der shaft. For HD Dual belt system, Se-
cure two belts to A—frame and use two
on clutch.

7. Assemble A—frame, clevis and cou-

pling driver removed earlier. The ec-
centric bearing offsets have to all be ori-
entated in the same direction. Make
sure offset of coupling driver
matches offset of eccentric bearings
when installed (thick side of cou-
pling driver matches orientation of
thick side of eccentric bearing). Re-
member to support shaft when instal-
ling coupling driver. Tighten associat-
ed hardware and bearing set screws.

. Loosen engine deck mounting bolts.

Adjust drive belt so it can be pinched
together to touch with finger pressure
(refer to Figure 19 page 14). For HD
drive, Belts should be tightend so that
their is a 2" gap when squeezed togeth-
er. Tighten engine deck mounting bolts
keeping engine level.

GREASING BEARINGS
(Mechanical Screed)

Bearings come prelubed from the factory and do not need to be greased for their initial use.

Bearings need to be greased after screed has been washed down after a days usage and
for long storage. Itis recommended to use a low temperature grease. Refer to sections on
OPERATION and LONG STORAGE in this manual for additional information. Only one
SRO}‘l of grease is needed for each bearing. Over greasing will result in excess drag on the
shaft.
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LONG STORAGE

(Mechanical Screed)

Before storing screed for an extended period of time:

Grease bearings with one shot of low temperature grease after final usage before stor-
ing. Run screed at operating speed for one minute after greasing all bearings.

Refer to engine’s OPERATORS MANUAL for instructions on storage procedure for en-

1.

2.

gine.

CHANGE HYDRAULIC OIL
(Hydraulic Winches)

1.

2.

Remove winch assembly from screed
sections.
Lay winch assembly on its side (rails
pointed up) and remove lower hydrau-
lic hose.

Remove fitter/fitting assembly (Figure
35, items 9, 10 & 53)

Tip winch assembly over and drain oil
into a drain pan and dispose of proper-

ly.

. Clean filter assembly in a cleaning sol-

vent, inspect filter and replace if dam-
aged.

. Check all hoses for wear or damage,

replace as necessary.

. Reassemble filter assembly and hy-

draulic hose. Then, refill tank with 1.7
gallons of a good grade of hydraulic oil.

WINCH MAINTENANCE
(Hydraulic Winches)

1.

2.

Remove guard and inspect cable for
wear, replace if damaged.

Inspect all bushings for wear, replace if
damaged.

Inspect both drive and driven gears for

wear, replace if necessary. Make sure
gears are free of any foreign materials.

. Reinstall guard and inspect decals, re-

place decals if damaged or illegible.

TORQUE CHART

TIGHTENING TORQUE CONVERSIONS
SIZE GRADE 2 GRADES
10-24 32 inlb 40 in-lb in Ibs x 0.083 = ft-Ibs
10-32 32 indb 32indb
1/4-20 70 inlb 115in-lb ft Ios x 12 = in-lbs
1/4-28 85 in-lb 140 in-lb
5/16-18 150 in-lb 250 in-b ft Ibs x 0.1383 = kg-m
5/16-24 165 in-b 270in-b
3/8-16 260 indb 35 fi-lb ft Ibs x 1.3558 = Nem
3/8-24 300 in-lb 40 ft-lb
71614 35 ft-lb 55 ft-lb
7/16-20 45 ft-lb 75 fi-lb
1/2-13 50 ft-lb 80 fi-lb
1/2-20 70 ft-lb 105 ft-lb
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BEARING LOCATIONS
(MECHANICAL SCREED)

The eccentric bearings are located in the screed A—frames as shown below.

MVSs
Bearings located in these A—frames

f

f

\/

)

\/v\/vﬂ

(Front)

MVS4

Bearings located in these A—frames

\

=7 7

Bearings located in these A—frames
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AIR EXCITER & GROMMET LOCATIONS
(AIR SCREED)

Air exciters and grommets are located on the screed as shown below.

AVS8

Grommets located in these A—frames

|
Air Exciter

AVS4

Grommets located in these A—frames

[ I ol

Ml N
f ya Tl N |
| (From)
Air Exciter
AVS2
Air Exciter

Grommets located in these A—frames
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MVS Assembly
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ITEM PART NO. DESCRIPTION MVS2 | MVS4 | MVSS8
1. 01177 FITTING, GREASE 1/4-28 THD (Before Serial #101017325) 2 3 5
21068 FITTING, GREASE 3/8-24 THD  (After Serial #101017326)
2. 01427 CAP, GREASE (1 CAP) 2 5
3. 08804 BEARING, RADIAL BALL 2 5
(INCLUDES 2 SHSS, 5/16-24 X 5/16)
4, 08805 A-FRAME, MACHINED LEFT 1 2 4
5. 08806 A-FRAME, MACHINED RIGHT 1 2 4
6. 08818 NUT, BLIND ZP, PLATED 8 8 8
7. 08828 CLEVIS, PLATED 2 2 2
8. 08829 EYE, PLATED TURNBUCKLE RH 1 1 1
9. 08830 EYE, PLATED TURNBUCKLE LH 1 1 1
10. 08831 PLATE ASM, SPLICE 1 1 1
11. 08832 PLATE ASM, SPLICE SHORT 1 1 1
12. 08838 PLATE, SPLICE 2 2 2
13. 08839 TURNBUCKLE, PLATED 1 1 1
14. 08846 EDGING, STRIKEOFF 2 FT 1 0 0
08847 EDGING, STRIKEOFF 4 FT 0 1 0
08848 EDGING, STRIKEOFF 8 FT 0 0 1
15. 08850 TUBE, TOP 2 FT 1 0 0
08851 TUBE, TOP 4 FT 0 1 0
08852 TUBE, TOP 8 FT 0 0 1
16. 08871 EDGING, FLOAT 2 FT 1 0 0
08872 EDGING, FLOAT 4 FT 0 1 0
08873 EDGING, FLOAT 8 FT 0 0 1
17. 08995 SHAFT, MAIN SECTION, 2 FT 1 0 0
08997 SHAFT, MAIN SECTION, 4 FT 0 1 0
08999 SHAFT, MAIN SECTION, 8 FT 0 0 1
18. 09081 DRIVER, KEYED 2 2 2
19. 11734 COLLAR, FLEX COUPLING 2 2 2
20. 09076 COUPLER KIT (INCLUDES COUPLING AND COLLARS) 1 1 1
21. 12554 SPIROL PIN (HEAVY DUTY) 2 2 2
22. F061608FWS |FWLS, 3/8-16 X 1 ZP 2 6 14
23. FO061614FWS |FWLS, 3/8-16 X 1-3/4 ZP 2 2 2
24. F061616HCS |HHCS, 3/8-16 X 2 GR5 ZP 4 8 16
25. FO616HN NUT, HEX 3/8-16 ZP 4 8 16
26. FO6LW LOCKWASHER, 3/8 ZP 4 8 16
27. F101818HCS |HHCS, 5/8-18 X 2-1/4 GR5 ZP 2 2 2
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ITEM PART NO. DESCRIPTION MVS2 | MVS4 | MVSS8
28. F1018HN NUT, HEX 5/8-18 ZP 2 2 2
29. F10LW LOCKWASHER, 5/8 ZP 2 2 2
30. F1216HIN NUT, HEX JAM 3/4-16 ZP 1 1 1
31. F1216HJIN-LH |NUT, HEX JAM 3/4-16 (LH) ZP 1 1 1

ACCESSORIES, KITS & ASSEMBLIES
02535 KIT, TURNBUCKLE BLITZSCREED (Includes 8, 9, 13, 29 & 30)
08841 A-FRAME ASSEMBLY, LEFT (Includes 1, 2, 3 & 4)
08842 A-FRAME ASSEMBLY, RIGHT (Includes 1, 2, 3 & 5)
08899 KIT, HARDWARE BLITZSCREED (Includes 6, 8, 9, 10, 11, 12, 13,
18, 26, 27, 28, 29 & 30)
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When using hydraulic screeds or any screed
exceeding 40° in length, MBW INC. recom-
mends the use of the 9 HP engine.

Engine Kit Assembly (5.5 HP Honda)
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ITEM PART NO. DESCRIPTION QTY
1. 00032 KEY, 3/16 SQ X 1-5/8 1
2. 01099 WASHER 1
3. 01444 ENGINE, HONDA GX160K1QX 5.5 HP 1
4. 06473 CLUTCH, CENTRIFUGAL 3/4 BORE 1
5. 08808 WELDMENT, END BRACKET 2
6. 08829 EYE, PLATED TURNBUCKLE RH 2
7. 08885 BRACKET, WALL 1
8. 09071 V-BELT (A-48) 2
9. 09087 WELDMENT, ENGINE DECK 1
10. 09090 MOUNTING BRACKET, ENGINE 1
11. 09092 BELTGUARD, SCREED 1
12. 09126 SHEAVE ASM, SINGLE GROOVE 1
13. 11734 COLLAR, FLEX COUPLING 2
14, 09076 COUPLER KIT (INCLUDES COUPLING AND COLLARS) 1
15. FO51804FWS FWLS, 5/16-18 X 1/2 ZP 3
16. FO051814HCS HHCS, 5/16-18 X 1-3/4 GR5 ZP 4
17. FO518FN FWLN, 5/16-18 ZP 4
18. F052412HCS HHCS, 5/16-24 X 1-1/2 GR5 ZP 1
19. FO5LW LOCKWASHER, 5/16 zZP 1
20. FO5SW WASHER, 5/16 X 3/4 X 15 GA ZP 8
21. FO61608FWS |FWLS, 3/8-16 X 1 ZP 8
22. FO061620HCS HHCS, 3/8-16 X 2-1/2 GR5 ZP 4
23. FO616FN FWLN, 3/8-16 12
24. FO6LW LOCKWASHER, 3/8 ZP 4
25. FO081310HCS HHCS, 1/2-13 X 1-1/4 GR5 ZP 2
26. FO813HN NUT, HEX 1/2-13 ZP 2
27. FO8LW LOCKWASHER, 1/2 ZP 2
28. FO8SW WASHER, 9/16 Z 1-3/8 X 12 GA ZP 4
29. F101818HCS HHCS, 5/8-18 X 2-1/4 GR5 ZP 2
30. F1018HN NUT, HEX 5/8-18 ZP 2
31. F10LW LOCKWASHER, 5/8 ZP 2
32. F1216HN NUT, HEX 3/4-16 ZP 4
33. F12LW LOCKWASHER, 3/4 ZP 1
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Engine Kit Assembly (9 HP Honda)

HD Dual Belt System Shown
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ITEM PART NO. DESCRIPTION STD | HD
1. 01161 KEY, 1/4 SQ X 1-1/2 1 1
2. 06638 WASHER, SPECIAL 15/32 ID 1 1
3. 08808 WELDMENT, END BRACKET 2 2
4. 08829 EYE, PLATED TURNBUCKLE RH 2 2
5. 08885 BRACKET, WALL 1 1
6. 09087 DECK WELDMENT, ENGINE 1 1
7. 09090 MOUNTING BRACKET, ENGINE 1 1
8. 09092 BELTGUARD, SCREED 1 1
9. 09096 V-BELT (A-49) 2 | 4
10. 11734 COLLAR, FLEX COUPLING 2 2
11. 09076 COUPLER KIT (INCLUDES COUPLING AND COLLARS) 1 1
12. 15674 ENGINE, GX270QA 9 HP 1 1
13. 16272 SHEAVE ASM, DUAL GROOVE 0 1

09126 SHEAVE ASM, SINGLE GROOVE 1 0
14. 17149 CLUTCH, DUAL GROOVE 0 1

06606 CLUTCH, SINGLE GROOVE 1 0
15. FO51804FWS FWLS, 5/16-18 X 1/2 ZP 3 3
16. FO61608FWS |FWLS, 3/8-16 X 1 ZP 8 8
17. FO061614HCS HHCS, 3/8-16 X 1-3/4 GR5 ZP 4 4
18. FO61620HCS HHCS, 3/8-16 X 2-1/2 GR5 ZP 4 4
19. FO616FN FWLN, 3/8-16 16 16
20. FO6LW LOCKWASHER, 3/8 zP 4 4
21. FO6SW WASHER, 25/64 X 1 X 1/8 ZP 8 8
22. FO072012HCS HHCS, 7/16-20 X 1-1/2 GR5 ZP 1 1
23. FO7LW LOCKWASHER, 7/16 ZP 1 1
24. FO81310HCS HHCS, 1/2-13 X 1-1/4 GR5 zZP 2 2
25. FO813HN NUT, HEX 1/2-13 ZP 2 2
26. FO8LW LOCKWASHER, 1/2 zP 2 2
27. FO8SW WASHER, 9/16 X 1-3/8 X 12 GA ZP 4 4
28. F101818HCS HHCS, 5/8-18 X 2-1/4 GR5 ZP 2 2
29. F1018HN NUT, HEX 5/8-18 ZP 2 2
30. F10LW LOCKWASHER, 5/8 zP 2 2
31. F1216HN NUT, HEX 3/4-16 ZP 4 4
32. F12LW LOCKWASHER, 3/4 ZP 2 2
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AVS4 Shown

AVS Assembly

L
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ITEM PART NO. DESCRIPTION AVS2 | AVS4 | AVSS
1. 08805 A-FRAME, LEFT (08800) 1 2 4
2. 08806 A-FRAME, RIGHT (08801) 1 2 4
3. 08818 NUT, BLIND ZP, PLATED 8 8 8
4. 08828 CLEVIS, PLATED 2 2 2
5. 08829 EYE, PLATED TURNBUCKLE RH 1 1 1
6. 08830 EYE, PLATED TURNBUCKLE LH 1 1 1
7. 08831 PLATE ASM, SPLICE 1 1 1
8. 08832 PLATE ASM, SPLICE SHORT 1 1 1
9. 08838 PLATE, SPLICE 2 2 2
10. 08839 TURNBUCKLE, PLATED 1 1 1
11. 08846 EDGING, STRIKEOFF 2 FT 1 0 0

08847 EDGING, STRIKEOFF 4 FT 0 1 0

08848 EDGING, STRIKEOFF 8 FT 0 0 1
12. 08850 TUBE, TOP 2 FT 1 0 0

08851 TUBE, TOP 4 FT 0 1 0

08852 TUBE, TOP 8 FT 0 0 1
13. 08870 GROMMET, TUBE MANIFOLD 2 2 4
14, 08871 EDGING, FLOAT 2 FT 1 0 0

08872 EDGING, FLOAT 4 FT 0 1 0

08873 EDGING, FLOAT 8 FT 0 0 1
15. 08912 MANIFOLD, AIR 2 FT SECTION 1 0 0

08877 MANIFOLD, AIR 4 FT SECTION 0 1 0

08902 MANIFOLD, AIR 8 FT SECTION 0 0 1
16. 08894 EXCITER, AIR 1 2 4
17. 08900 BRACKET, EXCITER AIR 1 2 4
18. 08905 HOSE, AIR 1 X 10 1 1 1
19. 08909 FITTING, ST PARKER 4-FTX-B 1 2 4
20. 09074 HOSE, AIR 1/4 X 9.90 1 2 4
21. F0227SPP SOCKET PIPE PLUG, 1/8-27 0 1 3
22. FO61607FWS |FWLS, 3/8-16 X 7/8 ZP 2 4 8
23. FO061608FWS |FWLS, 3/8-16 X 1 ZP 2 6 14
24. F061614FWS |FWLS, 3/8-16 X 1-3/4 ZP 2 2 2
25. FO61616HCS HHCS, 3/8-16 X 2 GR5 ZP 4 8 16
26. FO616FN FLANGE WHIZ-LOCK NUT, 3/8-16 2 4 8
27. FO616HN NUT, HEX 3/8-16 ZP 4 8 16
28. FO6LW LOCKWASHER, 3/8 zP 4 8 16
29. F101818HCS HHCS, 5/8-18 X 2-1/4 GR5 ZP 2 2 2
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30. F1018HN NUT, HEX 5/8-18 ZP 2 2 2
31. F10LW LOCKWASHER, 5/8 ZP 2 2 2
32. F1216HJIN NUT, HEX JAM 3/4-16 ZP 2 3 5
33. F1216HIN-LH |[NUT, HEX JAM 3/4-16 (LH) ZP 1 1 1
34. F12LW LOCKWASHER, 3/4 zP 1 2 4
ACCESSORIES, KITS & ASSEMBLIES
02535 KIT, TURNBUCKLE BLITZSCREED (Includes 5, 6, 10, 32 & 33)
08914 KIT, EXCITER AIR (Includes 16, 17, 19, 20, 22, 26, 32 & 34)
08917 KIT, HARDWARE AIR SCREED (Includes 3, 5, 6, 7, 8, 9, 10, 18,
29,
30, 31 & 32)
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Beton Trowel Bv

Air Regulator Kit Assembly
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B3R Beton Trowel Bv

ITEM PART NO. DESCRIPTION QTY
1. 01223 RING, PIPE 2
2. 08808 WELDMENT, BRACKET END 1
3. 08829 EYE, PLATED TURNBUCKLE RH 1
4, 08885 BRACKET, WALL 1
5. 08901 FILTER, MOUNTING AIR FILTER 1
6. 08910 REGULATOR UNIT, COMBINATION 1
7. 08911 HOSE, AIR 1 X 29 1
8. 20595 ELBOW, 1" NPT X 1” NPS 1
9. 20596 COUPLER, 1 X 11 1/2 NPS 1
10. 20597 ELBOW, 1" NPT MALE 1
11. 20598 BALL VALVE, 1” MALE X FEMALE 1
12. FO8SW WASHER, 9/16 X 1-3/8 X 12 GA 4
13. FO8LW LOCKWASHER, 1/2 ZP 2
14. F10LW LOCKWASHER, 5/8 ZP 1
15. F12LW LOCKWASHER, 3/4 ZP 1
16. FO420FN FLANGE WHIZ-LOCK NUT 1/4-20 2
17. FO616FN FLANGE WHIZ-LOCK NUT, 3/8-16 4
18. FO813HN NUT, HEX 1/2-13 2
19. F1018HN NUT, HEX 5/8-18 1
20. F1216HN NUT, HEX 3/4-16 2
21. F1611SPP 1-11 1/2 NPT PIPE PLUG 1
22. FO42007FWS  |FWLS, 1/4-20 X 7/8 2
23. FO61608FWS  |FWLS, 3/8-16 X 1 4
24. FO081310HCS |HHCS, 1/2-13 X 1-1/4 2
25. F101818HCS |HHCS, 5/8-18 X 2-1/4 1
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Two Winches One End

Hand Winch Kit
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One Winch Each End

ITEM PART NO. DESCRIPTION QTY
1. 08888 CABLE ASM, WINCH 60 FT & HOOK 2
2. 08891 PULLEY 3
3. 08976 BRACKET, PULLEY 2
4. 08993 LINK, PULLEY 2
5. 15336 HANDLE, WINCH 2
6. 16186 WINCH (LH) 1
7. FO61608FWS |FWLS, 3/8-16 X 1 ZP 8
8. FO616FN FLANGE WHIZ-LOCK NUT, 3/8-16 14
9. 01428 CLAMP, TUBE 6
10. 09065 PULLEY BRACKET 1
11. 16185 WINCH, R.H. 1
12. F061606FWS |FWLS, 3/8-16 X 3/4 ZP 6
13. F061612FWS FWLS, 3/8-16 X 1-1/2 ZP 1
14. FO616DLN LOCKNUT, 3/8-16 DEFORMED (DWG) 1
15. FO6SW WASHER, 25/64 X 1 X 1/8 ZP 1

08858 KIT, HAND WINCH BLITZSCREED (Includes 1-15)
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Beton Trowel

HYDRAULIC WINCH
ITEM NO | PART NO |DESCRIPTION aTy

1 08808 WELDMENT, BRACKET END 1
2 14722 CLEVIS, THREADED 1
3 15318 TANK, OIL, SCREED 1
4 15336 HANDLE WINCH 1
5 15345 WINCH DRIVE ASSEMELY (L.H.) (includes item NO TAG on page NO TAG) 1
5 15359 WINCH DRIVE ASSEMBLY, (RH) 1
] 15360 BLOCK, NEEDLE AND RELIEF(reversed on RH) (see page 51 for hydraulics) 1
7 15368 BAR, EXTENSION 1
8 15403 SUPPORT, WINCH HANDLE 1
9 F0420185CS |SHSS, 1/4—20 X 2—-1/4" 3
10 FO420HN HEX NUT, 1/4—20 3
11 Fo4LW LOCKWASHER, 1/4” 3
12 FOB1606FWS |FWLS, 3/8—16 X 3/4” 1
13 FOB160BHCS |HHCS, 3/8—16 X 1" GR5 3
14 FO616FN  |FLANGE, WHIZ—LOCK, NUT 3/8—16 3
15 FOBSW WASHER, 25/64 X 1 X 1/8 10
16 F101818HCS |HHCS, 5/8—18 X 2—1/4" 2
17 F1018HN HEX NUT, 5/8—18 2
18 FloLw LOCKWASHER, 5/8" 2
19 F1216HJN |NUT, HEX JAM, 3/4—16 2
20 Flalw LOCKWASHER, 3/4" 1
21

22

23

24

25

26 QTY IS PER SIDE

27

28

29

30

3

32

33

34

35

36

37

38

39
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Beton Trowel Bv

BETONT ROWEL.COM
HYDRAULIC WINCH
ITEM NO | PART NO |DESCRIPTION QTyY
1 08808 WELDMENT, BRACKET END 1
2 08818 NUT, BLIND 7
3 08831 PLATE, ASSEMBLY, SPLICE {4 BOLT) 1
a4 08838 PLATE, SPLICE 2
5 08942 BRACKET, MOUNTING 1
6 09739 KEY,1/8 SQ x 875 1
7 11734 COLLAR, FLEX COUPLING 2
8 11736 COUPLING FLEX 1
9 14627 PLATE, ASSEMBLY, SPLICE (3 BOLT) 1
10 15301 PUMP, HYDRAULIC 1
11 15316 PUMP DRIVER 1
12 15320 EDGING, FLOAT, WINCH 1
13 15321 EDGING, STRIKEOFF, WINCH 1
14 15381 PLATE, PUMP MOUNT 1
15 16052 BRACE, FRAME, COATED 2
16 F051806FWS |FWLS, 5/16—18 X 3/4” a
17 FO518FN  |FLANGE, WHIZ—LOCK, NUT 5/16—18 a4
18 F0524035SS |SHSS, 5/16—24 X 3/8 1
19 FOG1608FWS |FWLS, 3/8—16 X 17 7
20 FOB16FN  |FLANGE, WHIZ—LOCK, NUT 3/8—16
21
22
23
24
25
26
2 QTY IS PER SIDE
28
29
30
31
32
33
34
35
36
37
38
39
40
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ITEM PART NO. DESCRIPTION aTty
1. 08216 FITTING, ELBOW PARKER 4-68C50X 3
2 08218 FITTING, STRAIGHT PARKER 4-6F50X 5
3. 08273 HOSE, HYDRAULIC, 1/4 X 137 3
4. 08888 CABLE ASM, WINCH, 60 FT 1
5. 08891 PULLEY 1
6. 08993 LINK, PULLEY 1
T. 09204 HOSE, HYDRAULIC 2/4 X 32-1/27 1
8. 09699 FITTING, ELBOW PARKER 4-4CTX-5 2
9. 11364 FITTING REDUCER, PQRKER 3/8 X 1/4 PTRS 1
10. 15318 TANK, OIL, SCREED 1
11. 15342 SUCTION STRAINER 1
12. 15345 WINCH DRIVE ASSEMBLE, LH 1
15359 WINCH DRIVE ASSEMBLE, RH 1
13. 15362 YALVE, FLOW CONTROL 1
14. 15363 YWALVE, PRESSURE RELIEF 1
15. 15374 PLUG, SQUARE HEAD, 1/2-14 NPT 1
16. 15376 HOSE, HYDRAULIC, 1/4 X 8-1/2" 1
17. 15453 CLAMP, 718" 1
18. 15454 CLAMP, 1-1/8" 1
16154 KNOB, VALVE (FITS VALVES #15362 AND #15363) 2
QUANTITIES SHOWN ARE PER SIDE
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. Beton Trowel Bv

WINCH ASSEMBLY

ITEM PART NO. |[DESCRIPTION LH|[RH
1. 01279 GRIP RING, EXTERNAL 2 2
2. 01280 SOCKET HEAD SHOULDER SCREW, 3/8" x 3/8" 2 2
3. 15302 HYDRAULIC MOTOR 1 1
4. 15333 CONNECTING ROD 1 1
5. 15337 RETAINING RING, EXTERNAL 4 4
B. 15338 SPRING, COMPRESSION 1 1
7. 15348 BEARING, FLANGE 2 2
8. 15349 BEARING, FLANGE 1 1
9. 15352 KEY, 3/16" SQUARE x 1/2" LONG 1 1
10. 15367 LEVER, COATED 1 1
11. 15370 PIVOT PIN 1 1
12. 15380 PIVOT SHAFT 1 1
13. 15383 BRACKET, MOTOR SUPPORT 1 1
14. 15369 PINION - S/N 103000073 and below 1 1

16119 PINION - S/N 103000074 and above 1 1
15. 15389 BACK PLATE - S/ 103000073 and below 1
16124 BACK PLATE - S/N 103000074 and above 1
15382 BACK PLATE - S/N 103000073 and below 1
16126 BACK PLATE - S/N 103000074 and above 1
16. 15433 WINCH COVER, METAL - S/N 103000073 and below 1
15388 WINCH COVER, PLASTIC - S/N 103000074 and above 1
15432 WINCH COVER, METAL - S/N 103000073 and below 1
15379 WINCH COVER, PLASTIC - S/N 103000074 and above 1
17. 15283 WINCH - S/N 103000073 and below 1
16185 WINCH - S/N 103000074 and above 1
15358 WINCH - S/N 103000073 and below 1
16186 WINCH - S/N 103000074 and above 1
18. 15387 PINION COVER, PLASTIC 1 1
19. FO23203PMS  [PAN HEAD MACHINE SCREW, #8-32 x 3/8" 2 2
20. FO2LW LOCKWASHER, #8 2 2
2. Fo2sw WASHER, #8 2 2
22, FO3320255S [SET SCREW, #10-32 x 14" 1 1
23. FO42004HCS [HEX HEAD CAP SCREW, 1/4-20 x 1/2" 2 2
24. F0420DLN DEFORMED LOCKNUT, 14-20 2 2
25. FO42806FSS  |FLAT HEAD SCREW, 1/4-28 x 3/4" 5 5
26. FO518HN HEX NUT, 5/16-18 1 1
27. FOSBFW BRASS WASHER, 516" 2 2
28. FOB1B07TFWS [FLANGE SCREW, 3/8-16 x 7/8" 2 2
29, FOB16FN FLANGE NUT, 3/8-16 2 2
30. FOBSW WASHER, 3/8" 3 3
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B3R Beton Trowel Bv

Declaration of Conformity / Certificat de conformite / Gelijkvormighheidscertificaat /
Declaracion de Conformidad / Declaracao de Concormidade / Dichiarazione Di
Conformita

Model : BTSUPMB

We Beton Trowel BV

Declare under our sole responsibility that the product to which this declaration relates is in conformity with the following standards or
other normative documents.

Declarons sous notre responsabilite que le produit cette declaration est conforme aux norms suivantes ou d’autres documents habituels.
Verklaren onder onze verantwoordelijkheid dat het product naar welke de verklaring verwijst conform de volgende standards of anders
gebruikelijke documenten is.

Declaramos bajo nuestra unica responsabilidad que el producto en lo que esta declaracion concierne, es conforme con la siguiente
normative u otros documentos.

Declara sob sua responsabilidade que o produto a quem esta declaracoa interessar, esta em comformidade com os seguintes
documentos legais ou normas directivas.

Dichiariamo sotto la ns. Unica responsibilita che il prodotto al quale questa dichiarazione si riferisce, e fabbricato in conformita ai
seguenti standard e documenti di normative.

EN 349.2008:A1:2008 EN 12100:2010 EN12649:2008+A1:2011 EN ISO 5349-2:2001 +A1:2015

Following the provisions of Directives:
Suivant les directives determinees:
Volgens de vastgestelde richtlijnen:
Siguiendo las directivas:

No sequimento das clausulas da Directivas
Seguendo quanto indicato dalla Direttivas:

2006/42/EC Machinery Directive

2000/14/EC Noise Directive

2001/95/EC General Product Safety Directive
2002/95/EC Reduction of Hazardous Waste Directive
LVD2014/35/EU Low Voltage Directive

2004/30/EU Electromagnetic Compatibility

ResponsiblelTechnical File : Chris Livingston for

Nijverheidsstraat 11
B-1840 Londerzeel
Belgium

Tel 0032 52315350
Fax0032 52303739
25% August 2022
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