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Use this guide along with the parts lists attached to locate and identify components of 
your trowel. When ordering replacement parts, be sure to provide the model number 
and serial number from the trowel.  
 
Copyright 
© Copyright 2021 by Beton Trowel. 
 
Contact 
BETON TROWEL 
Nijverheidsstraat 10 
1840 Londerzeel 
BELGIUM 
www.betontrowel.com 
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Introduction 
 
 
Thanks for purchasing one of our products! This manual is meant to guide dealers 
and (daily) users, to instruct and help use the machine safely. 
All necessary information is there for summarized in this manual. We advise to read 
in carefully before using the machine. When facing problems or malfunction of our 
product, do not hesitate to contact your local service dealer! 
 
This manual is meant to come with the machine and must go with the machine when 
transferred to another user or sold. Please keep the manual in a suitable place to 
keep it intact. 
 
The contents of this manual may be changed without notice or further obligation to 
include changes and improvements to the units already sent. 
 
 

Safety and general info 
 
The trowel machine is a device intended to increase the quality of concrete floors by 
improving, compacting, flattening and smoothing the structure of the top layer. 
This is achieved by four rotating trowel blades or a round sanding disc with which 
concrete and sand cement floors, of different compositions, are processed. 
Our range of machines are powered by an electric motor with corresponding 
interchangeable battery. 
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Safety instructions 
 
 
For your own safety and for a maximum service life of your machine, it is very 
important that the machine maintained and in optimal condition. Resolve any issues 
or call in your maintenance dealer in case of problems found. 
General rules and recommendations regarding the trowel machine are: 
 
• Make sure that the operation of all controls is known and understood before the 

machine is put into operation. The user must be aware of emergency stop and 
safety switches. 

• The machine may only be operated by instructed adult people. 
• A certain force is required from the user, to drive the butterfly machine. User 

should therefore be in good physical condition. 
• The power unit of the machine does not emit noise. However, the abrasive 

trowel blades provide an average sound power up to 81dBa (rotor at maximum 
speed). This level can cause a noise load in indoor areas (due to reflection and 
or multiple sources/machines) during prolonged use where hearing protection is 
highly recommended for the user. 

• Be extremely careful when working with the trowel machine in the vicinity of 
reinforcing steel, pipes, walls and edges. The trowel blades can run into these 
objects and cause damage to the machine and user. Finish these places with a 
hand trowel. 

• Wear approved PPE as safety shoes/boots (with nose protection and non-slip 
soles), safety helmet and hearing protection. 

• Make sure that all signs present on the machine remain legible. 
• When picking up and carrying the machine or batteries, pay attention to your 

lifting position. While picking up the load, do not bend over, but sink through 
your knees. 

• Switch off the machine before lifting or moving the machine. 
• Never lift the machine at the protective ring. 
• Make sure the workplace is well brightly lit. 
• When cleaning the machine, make sure that no water or cleaning agents can 

enter the machine under high pressure. 
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• If the machine is not used for a long period, store it in a dry and clean 
environment. 

• Regular maintenance will help to work safely. 
• Do not expose the machine (in particular the battery!) to open flames (maximum 

permissible temperature during operation is 45oCelsius, during storage -20 to 
60oCelsius.  

• The machine has protection grade IP53 (dust and splash-proof). This also 
applies to the engine and battery. Prevent damage to the (electrical) 
components due to moisture and keep the interior of the cover dry. 

 

 
 
The battery powered machines are equipped with a safety lever, located on the 
steering rod (red circle figure 2). If this lever is not operated, the machine will not start 
and remain switched off. When the lever is released during operation, the machine 
will stop and switch off acutely. 
 
The hand butterflies (ECO 600Li, ECO 750Li and ECO 900Li) are equipped with a 
free-turning protection (blue circle figure 2). If the handle makes a sudden movement, 
for example because, the user loses control of the machine, the rotating switch will 
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switch off the machine. This switch is located at the top of the steering rod and is 
activated by the centrifugal acceleration. 
 
The start button to activate the machine is found at the right side (green circle figure 
2). 
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At the design stage of the machine, standard safety requirements and rules 
according to the CE classifications are followed to eliminate as much risk for operator 
and environment, as possible. A risk assessment of the machine is made following 
the Fine & Kinney method. All possible risks are inventoried, divided in groups and 
weighted on a scale from 0 to 5 (0 is unacceptable, 5 is acceptable). Results are 
used to improve the safety aspects of the machine, leading to a value/ score of 5, for 
all groups. 
Effects of the risk assessment to the design are: 
1) Stop lever, 
2) Non free-rotation switch, 
3) Fully covered power unit including electrical system, 
4) Fixed guard and protection wheel of the rotor, 
5) Horizontal distance between handlebar and dangerous bodies equals to 900 
mm. 
 
Despite of all effort, there is a residual risk that cannot be eliminated. Residual risks 
are appropriately reported through the application of specific SAFETY SIGNS called 
PICTOGRAMS located on the machine. 
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Prohibited use 
 
Any use other than what is explicitly stated in Par. 2.1 and implemented differently or 
contrary to what is stated in this manual represents a possible misuse. The 
manufacturer accepts no responsibility resulting from improper use which may lead to 
personal injury and any system malfunctions. Improper use is constituted by the 
following prohibited activities: 
• the machine is used in an explosive environment (this machine does not meet 

Atex 2014/34/EU standards). 
• Other off-standard systems, parts or equipment are added to the machine, not 

specified nor intended by the manufacturer and explained or mentioned in this 
manual. 

• The machine is connected to power sources other than those specified by the 
manufacturer. 

• The machine is used for a purpose other than intended by the manufacturer and 
described in this manual. 

• The machine is used in air/ spaces containing smoke, dust, water vapor or 
solvent. 
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Operations and maintenance instructions 
 
The machine must be operated by one single operator, which operates the machine 
using the handle. During the use, the operator is behind to the machine/ operating 
handle. The operator position is also the location from where it is possible to 
supervise the proper conduct of the work cycle. 
 
The cover of the power unit does have a display on the topside. When switching on, 
the display will show details like: 
• on/off, 
• battery status, 
• total running hours 
• actual rotation speed (rpm), 
• In case of an error, it will show the specific error code (a list of possible error 
codes is presented in appendix 2). 
 
Before using the machine, the operator should fully understand the meaning, use and 
position of next items (table 1 and picture 3): 
 

Item # Item description Function/ purpose 

1 Potentiometer (orange circle) Speed of the machine/ rotor from 0-145rpm rotor 
speed by turning the knob clockwise 

2 On/off switch (green circle) Switching the machine on and off 

3 Emergency lever/ safety switch (red 
circle) 

Safety switch needs to be operated to start. Keep 
the machine running 

4 Safety switch non free-rotation switch 
(blue) 

Avoid free rotation of the machine 

5 Display (purple circle) Display showing some actual data 

6 Handle fixing knob (only with foldable 
handle) 

Handle is foldable to ease transportation and or 
storage 

7 Cover power unit Protection cover of the power unit with 
electronics 

8 Rotor Rotor 

9 Lifting hook Lifting hook (to be used for lifting the machine 
safely). Remove battery before lifting 
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The machine is powered by a Lithium battery (24V). The battery is interchangeable 
and should be placed inside the cover. Battery weight is 10.8 kilogram and is 
connected to the machine via an industrial connecter (2 pole). 
With the help of the power button (green circle figure 2 & 3), the machine can be 
switched on and off. It is recommended to switch off the machine when the machine 
is out of use for a short or long period of time and thus save the battery. 
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For safe operation next procedure should be followed: 
• Place battery and connect. 
• Start the engine by turning the on-off switch (green button, picture 3). 
• The potentiometer (orange, picture 3) must be totally rotated counter clockwise 

(zero position, totally rotated to the left). 
• Squeeze the red stop lever with the left hand. 
• Rotate the potentiometer clockwise slowly to increase rotation speed (from 0 to 

max 145rpm). 
• To stop operation, turn potentiometer counter clockwise to reduce speed, till 0 

(stand still). 
• Emergency switch can be released. 
• Switch of machine via the on/off button. 
• Disconnect and remove battery before transporting/ lifting the machine! 
 
The display on top of the machine cover does show an indication of the battery 
status. The battery itself does show the charge rate as well (by pushing the button on 
the battery, indication led’s will start to burn for some seconds). 
In practice the control system om the machine and battery will stop when battery 
power drops below a fixed level. Battery must be replaced by a charged one. 
Make sure that batteries are fully charged when machine and batteries are not used/ 
stored for a longer period (more than one month). 
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Maintenance 
 
 
To ease daily cleaning of the machine, it is recommended to: 
1) Lubricate (in particular the rotor) with oil. This will prevent rust, keep the trowel 

arm adjustment common and facilitates the cleaning of the parts. 
2) Do not allow the concrete residue on the machine to harden. After use, remove 

dirt and concrete residues from the machine immediately. Use a brush or broom 
to remove dirt and concrete residues, but do not use a high-pressure cleaner 
or water jet to clean the trowel machine. 

3) For smooth use, it is recommended to provide the spider arms and 
adjustment with new grease every 250 operating hours. The machine does 
not contain any other oil or lubricants that need to be replaced. 

 
 
The electrical system contains one electrical fuse (fuse for main contactor) and is 
located at operator side (sign on cover), see picture 4. The fuse is a 5A, slow, 20mm 
glass type. 
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Trowel disc and trowel blades are subject to wear. This will manifest itself by visually 
less satisfying results. If this occurs, replace the blades by following the next steps: 
• Check the state of wear of the blades or if they have been damaged or bent. 
• Clean the trowel from any residue. 
• Remove the attachment bolts (hex head 6x35) of the blades on each arm of the 

trowel machine (2 bolts each plate). 
• Replace the blades. 
• Make sure if all blades have the same inclination grade when turning the pitch 

control knob. This is important to avoid uneven pressure per plate, resulting in 
poor performance and/or vibration once the machine is in use. 

 
Periodic inspections are crucial to keep the machine efficient and reduce repairs and 
any resulting dangers. We recommend that you have your reseller (authorized 
dealer) to perform a general annual check. If in doubt about how to perform 
occasional repairs, contact our Technical Support or an authorized dealer. 
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Problem Solving 
 
Electrical: 
When switching the machine on, the display will show some messages (mentioned 
above and presented in picture 5). 

 
 
In case of an error, it will show the code. All possible codes are listed in appendix 2. 
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Electrical trouble shooting: 
o Engine does not start: 

 Check if On-Off switch does work (display remains black), check fuse, 
 Check if safety switch is functioning, 
 Check non free rotation switch. 

o Leaving the emergency stop lever doesn’t stop the machine: 
 Check for loose or damaged wires, 
 Broken microswitch safety switch. 

 
Mechanical: 
• The machine vibrates: 

o Check if bolts are still tightened or other parts of the machine came loose. 
o Check if plates have comparable inclination grade, 
o Check straightness of the spider arms. 

 
 

Environmental/dismanting 
 
In case of dismantling the machine, it is necessary to dispose the mechanical and the 
electrical parts, in accordance with the current legislation. 
The European legislation forces to dispose all waste according to specific 
procedures, which differs per part and material. Table 2 does summarize the key 
components and their material. 
 

Key component Material 

E-engine Aluminium and copper 

Rotor protection wheel Aluminium 

Spider shaft, bearings, arms and plates Steel 
Operator handle Steel 

Grips handle bar Rubber 

Cover power unit Aluminium 

Battery 
Cells: Lithium- Ion 
Battery cover: ABS with rubber 
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Technical specification 
 

 BT60B BT75B 

Rotor diameter [cm] 60 75 

Machine mass (incl. bat.) [kg] 68 80 

Voltage [V] 24 24 

Engine power [kW] 1.2 1.7 

Rotor speed [rpm] 0-145 0-145 

Lithium bat. type 
Nominal voltage [V] 
Capacity [Ah] 
Mass [kg] 
Temp. environ. max [oC] 
Batt. Life at use [min] 
Charging time max [hours] 

32020 
25.9 
62.4 
10.8 
45 

75-180 
3.0 

32020 
25.9 
62.4 
10.8 
45 

60-180 
3.0 

IP grade IP53 IP53 

Noise level Lpeq at max rotor speed 
[dB(A)] 

78 79 
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Warranty 
 
The standard warranty period is 12 months after the purchasing date (see general 
terms and conditions), with the following conditions: 
• The manufacturer will repair or replace at its discretion, any parts or groups 

which have proved to be defective. 
• The manufacturer sets an adequate time period to carry out the necessary 

works and to deliver the spare parts. 
• All transport costs of the parts intended for replacement under this warranty 

must be borne by the purchaser. 
• Repairs and operations carried out during the warranty period by unauthorized 

personnel will void any rights to warranty claims. 
• During the warranty period, the replaced parts become property of the 

manufacturer. 
• Components not manufactured by us are subject to the warranty conditions of 

the original manufacturers. Any claims will be transferred to the purchaser. 
• This warranty only applies to the original purchaser. Our responsibility on the 

warranty is void if you are experiencing these situations: 
o the original owner transfers the ownership of the machine, 
o if changes were made to the machine, 
o if you have added to the machine parts and devices that have not been 

manufactured by us. 
• No responsibility is assumed for any damage caused to the floor due to 

malfunctioning or stoppage of the machine during operation. 
•  The warranty does not include damage caused by excessive stress such as 

continuous use of the machine after detecting an anomaly caused by improper 
use or maintenance, use of inadequate operating materials and the failure to 
observe the operating instructions. The same applies to damage caused by 
normal wear. 

• As regards engine warranty, this is subject to the conditions of the original 
manufacturers. 

• The established warranty conditions are binding for all sellers our machine. Any 
other agreements will be considered valid only after written confirmation the 
manufacturer. 

• Labour and processes necessary for the replacement of defective parts under 
warranty are charged to the customer. 
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Appendix1: Battery 
 
 
1. Product information 
The Mega2 battery series is specially designed for use in harsh environments. 
 
 
2. Specifications 
Voltage range (type 24V Li-ion NMC): 21.0V - 29.4V  
Capacity: indicated on the bottom of the product. 
Discharge current via battery terminals: 50A continuously (100A peak, 3s)  
Discharge current via XLR-M 3P connector: 10A (1 = positive, 2 = negative)  
Charging current via battery terminals: 20A 
Charging current via XLR-M 3P connector: 10A  
Discharge temperature range: -20° C + 50°C  
Charge temperature range: 0° + 50°C 
Bluetooth: BLE 4.2, BatteryLab app available in Appstore and Google play store. 
 
 
3. Description of the elements 
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4. Usage 
• Only use the battery for applications for which it is intended. In case of any 

doubt contact the seller. 
• The battery must be charged after usage. 
• Charge the battery at least once every 2 months, even if it is not being used. 
• When the battery is not used for a longer period of time, it is best to store it with 

50% capacity at room temperature. 
• Do not drop the battery and avoid serious impact. 
• The battery is waterproof (IP67), which means that the battery can be damaged 

if it is under water for more than 30 minutes. 
• Only use a suitable Battery charger or a compatible charger. Using the wrong 

charger will damage the battery. 
• Do not use the battery in series or parallel circuits unless connected by an 

authorized dealer. Make sure you have been informed about possible 
complications. 

• In the event of problems or oddities, you should contact the local dealer. 
 
5. Warranty 
• The product has a 1 year warranty. In addition the following conditions must be 

observed: 
• Warranty is given based on the serial number (Serial No.) of the product, the 

right to warranty expires upon removal or modification. 
• Failure to comply with point 4. (Usage) is at the expense of the warranty. 
• Warranty does not cover damage from falling/vibration/impacts, water damage 

improper act or not following the instructions correctly. 
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Appendix2: Error Codes 
 
The following table shows all the faults which can be detected by the firmware and 
will be shown on the integrated machine display. 
 

Code Fault Set Condition Level 

1 Over Voltage 
Key-switch voltage or capacitors voltage is above the 
maximum level allowed for the controller. 

Blocking 

2 Under Voltage 
Key-switch voltage or capacitors voltage is below the 
minimum level allowed for the Controller. 

Blocking 

3 User Over Voltage 
Key-switch voltage is above the maximum level defined by 
the user via related parameter. 

Blocking 

4 User Under Voltage 
Key-switch voltage is below the minimum level defined by 
the user via related parameter. 

Blocking 

5 Inverter 1 Over Current Inverter 1 phase current exceeded its current limit. Blocking 

6 Inverter 2 Over Current Inverter 2 phase current exceeded its current limit. Blocking 

7 Not Assigned - - 

8 Inverter 1 Over Temperature Inverter 1 power module temperature is above +100°C. Blocking 

9 Inverter 2 Over Temperature Inverter 2 power module temperature is above +100°C. Blocking 

10 Inverter 1 High Temperature Inverter 1 power module temperature is above +80°C. Limiting 

11 Inverter 2 High Temperature Inverter 2 power module temperature is above +80°C. Limiting 

12 Inverter 1 Under Temperature Inverter 1 power module temperature is below -40°C. Blocking 

13 Inverter 2 Under Temperature Inverter 2 power module temperature is below -40°C. Blocking 

14 Inverter 1 Current Sensor Fault 
Current sensor of Inverter 1 measures an invalid offset at 
key on. 

Blocking 

15 Inverter 2 Current Sensor Fault 
Current sensor of Inverter 2 measures an invalid offset at 
key on. 

Blocking 

16 Not Assigned - - 

17 Inverter 1 Temp Sensor Fault 
Difference between Inverter 1 and microprocessor 
temperature greater than 70°C. 

Stopping 

18 Inverter 2 Temp Sensor Fault 
Difference between Inverter 2 and microprocessor 
temperature greater than 70°C. 

Stopping 
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19 Motor 1 Over Temperature 
Motor 1 temperature is above the Motor 1 Over 
Temperature defined by the user via related parameter. 

Stopping 

20 Motor 2 Over Temperature 
Motor 2 temperature is above the Motor 2 Over 
Temperature defined by the user via related parameter. 

Stopping 

21 Motor 1 High Temperature 
Motor 1 temperature is above the motor Start Cutback 
Temperature defined by the user via related parameter. 

Limiting 

22 Motor 2 High Temperature 
Motor 2 temperature is above the motor Start Cutback 
Temperature defined by the user via related parameter. 

Limiting 

23 Motor 1 Temp Sensor Fault Motor 1 temperature sensor value is out of permitted range. Limiting 

24 Motor 2 Temp Sensor Fault Motor 2 temperature sensor value is out of permitted range. Limiting 

25 Not Assigned - - 

26 Not Assigned - - 

27 Microprocessor Over 
Temperature 

Microprocessor temperature is above 125°C. Blocking 

28 +5V Supply Failure +5V supply is outside the +5V ± 10% range. Blocking 

29 +12V Supply Failure +12V supply is outside the +12V ± 10% range. Blocking 

30 Encoder 1 Fault The difference of speed evaluated between two consecutive 
readings of the encoder 1 is above the fixed limit. 

Blocking 

31 Encoder 2 Fault The difference of speed evaluated between two consecutive 
readings of the encoder 2 is above the fixed limit. 

Blocking 

32 Driver Output 1 Open/Short Driver Output 1 is either opened or short-circuited. Blocking 

33 Driver Output 2 Open/Short Driver Output 2 is either opened or short-circuited. Blocking 

34 Driver Output 3 Open/Short Driver Output 3 is either opened or short-circuited. Blocking 

35 Digital Output 1 Open/Short Digital Output 1 is either opened or short-circuited. Blocking 

36 Digital Output 2 Open/Short Digital Output 2 is either opened or short-circuited. Blocking 

37 EEPROM Failure Error during read/write operation in EEPROM memory. Blocking 

38 EEPROM Corrupted Memory CRC doesn't match. Blocking 

39 Driver Output 4 Open/Short Driver Output 4 is either opened or short-circuited. Blocking 

40 PreCharge Circuit Fault Pre-charge of internal line capacitors is too fast or capacitors 
voltage is fixed to zero during precharge. 

Blocking 

41 PreCharge Failed Pre-charge phase fails to charge capacitors till the voltage Blocking 



 

Beton Trowel bv 
 

 
 

Nijverheidsstraat 10 
1840 Londerzeel/Belgium 
Tel: +32 (0)52 315 350 - Tel: +32 (0)52 315 351 
Fax: +32 (0)52 315 359 
E-mail: info@betontrowel.com 
BE 0821.249.312 
www.betontrowel.com 

BNP FORTIS: 
ING: 

BE81 0015 9813 5624 
BE 

- GEBABEBB 
BBRUBEBB 

 

 

 Pag. 22/
33 

 
 
 

level of key input. 

42 Main Contactor Welded Before closing the line contactor, internal capacitors are 
loaded for short time and voltage doesn't go down. 

Blocking 

43 Main Contactor Did Not Close The difference between key switch and capacitors voltage is 
too high after the contactor has been powered. 

Blocking 

44 Interlock Disabled Interlock input is not active and line contactor is open. Stopping 

45 Static Return to Off Traction One or more traction inputs are active at the key on, after 
an Emergency stop or a controlled stop procedure. 

Warning 

46 Static Return to Off Hydraulic One or more hydraulic/pump inputs are active at the key on 
after a controlled stop procedure. 

Warning 

47 Traction Throttle Fault A fault condition of traction throttle is detected. Stopping 

48 Hydraulic Throttle Fault A fault condition of hydraulic/pump throttle is detected. Stopping 

49 Brake Throttle Fault A fault condition of brake throttle is detected. Stopping 

50 Service Time Expired Service Timer has expired. Warning 

51 Low Battery State of Charge Battery state of charge estimated is lower than minimum 
value defined by the user via related parameter. 

Limiting 

52 Wrong Parameter Parameter setting is out of the permitted range. Blocking 

53 Restart Required Changed a parameter setting. Blocking 

54 Can Bus Off Bus Off condition detected. Stopping 

55 Can Open Circuit Messages no longer received. Stopping 

56 Can Bad Wiring or Short Circuit Can bus synchronization phase failed or bus off condition 
detected. 

Blocking 

57 Not Assigned - - 

58 Not Assigned - - 

59 Not Assigned - - 

60 Not Assigned - - 

61 Not Assigned - - 

62 Net Timeout Heartbeat At least one Heartbeat hasn't been received during the 
startup of the network or after the synchronization phase. 

Stopping 

63 Net RPDO Timeout At least one PDO hasn't been received. Stopping 
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64 Main Contactor Close 
Command Timeout 

Pre-charge timer has expired before the master sends the 
power ready request. 

Blocking 

65 Blocking Request From Master Fault Request is received from Master. Blocking 

66 Not Assigned - Not 
Assigned 

67 Net Startup Timeout The nodes hasn't been able to synchronize itself to the 
network. 

Blocking 

68 Net External Failure At least one Node has become not operational. Stopping 

69 Net Mains Manager Wrong 
Sequence 

The Main Contactor Manager has executed a wrong 
powering procedure. 

Blocking 

70 Net Mains Manager Precharge 
Too Slow 

DC Bus Voltage will not increase after discharging phase. Blocking 

71 Net Mains Manager Closing 
Too Slow 

The main contactor doesn't close. Blocking 

72 Net Mains Manager Powering 
Alarm 

At least one fault has occurred on Main Contactor Manager 
Controller. 

Blocking 

73 CO Synchro Failed At least one node of the network could be wrong configured 
or switched off. 

Blocking 

74 CO Synchro Lost At least one node of the network could be wrong configured 
or switched off during operation. 

Stopping 

75 Stopped For System Fault Node is stopped because another node has a 
stopping/blocking fault condition. 

Stopping 

76 Blocked for System Fault Node is blocked because another node has a 
stopping/blocking fault condition. 

Blocking 

77 BMS Wall Charge The TAU Node sets a blocking fault. Blocking 

78 BMS Stop The TAU Node sets a stopping Fault Stopping 

79 BMS Fault The TAU Node sets a blocking fault. Blocking 

80 BMS Limiting The TAU Node limits its current to the required value from 
BMS. 

Limiting 

81 Steering Sensor Fault A fault condition of steering sensor is detected. Limiting 

82 DigInputs Overvoltage Digital Input Supply has reached dangerous value Blocking 

83 Programming Required Controller Firmware Programming Blocking 
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100 Internal Software Fault 1 Internal Error. Blocking 

101 Internal Software Fault 2 Internal Error. Warning 

102 Internal Software Fault 3 Internal Error. Warning 

103 Internal Hardware Fault 1 Internal Error. Blocking 

104 Internal Hardware Fault 2 Internal Error. Blocking 

105 Internal Hardware Fault 3 Internal Error. Blocking 

106 Internal Hardware Fault 4 Internal Error. Blocking 

107 Internal Software Fault 4 Internal Error. Blocking 

 
 

Appendix3: Parts Description 
 
The order of replacement parts must clearly state the data necessary for their 
identification and the data shown on the machine identification plate. 
Meaning: 
• Machine model 
• Type 
• Serial number 
• Year of construction 
• Description 
• Requested quantity 
• Shipping method 
• Address, telephone number and name of the applicant. 
 
For any additional information please contact the manufacturer. Pictures below show 
each main component of the machine.  
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Parts 
 

  



 

Beton Trowel bv 
 

 
 

Nijverheidsstraat 10 
1840 Londerzeel/Belgium 
Tel: +32 (0)52 315 350 - Tel: +32 (0)52 315 351 
Fax: +32 (0)52 315 359 
E-mail: info@betontrowel.com 
BE 0821.249.312 
www.betontrowel.com 

BNP FORTIS: 
ING: 

BE81 0015 9813 5624 
BE 

- GEBABEBB 
BBRUBEBB 

 

 

 Pag. 28/
33 

 
 
 

 
  



 

Beton Trowel bv 
 

 
 

Nijverheidsstraat 10 
1840 Londerzeel/Belgium 
Tel: +32 (0)52 315 350 - Tel: +32 (0)52 315 351 
Fax: +32 (0)52 315 359 
E-mail: info@betontrowel.com 
BE 0821.249.312 
www.betontrowel.com 

BNP FORTIS: 
ING: 

BE81 0015 9813 5624 
BE 

- GEBABEBB 
BBRUBEBB 

 

 

 Pag. 29/
33 

 
 
 

PART NO. DESCRIPTION QTY 

4241000 HANDLE ASSY COMPLETE 1 

   

 UPPER HANDLE ASSY  

1165100J UPPER HANDLE BARE 1 

1165200A STOP SWITCH ASSY. (HAND GRIP) 1 

4365400 ENGINE THROTTLE CONTROL ASSY. Na 

9035 (A) PLASTIC HAND GRIP 2 

9080 SCREW 2 

9011 WASHER 1 

9126 PLASTIC COVER 1 

9128 SPRING WASHER 1 

9123 PLASTIC COVER 1 

9119 WIRE 1 

9083 PLASTIC PIPE 2 

9121 HANDLE LOCKING KNOB 1 

9570 CONNECTOR 2 

   

 LOW HANDLE ASSY  

1165300 LOWER HANDLE BARE 1 

1165005 HANDLE LOCKING LEVER 1 

9087 SCREW 1 

9038 WASHER 1 

9009 WIRE 1 

9012 CONNECTOR 1 

9122 O-RING 1 

9901 SCREW 4 

1165006 PITCH CONTROL KNOB 1 

1165007 BUSHING 1 

1165008 WASHER 1 

1165009 SLIDE BUSHING 1 

1165010 THREADED SHAFT 1 

1165011 THREADED ROD END 1 

9024 PIN 1 

9089 BEARING 1 
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9124 WASHER 1 

9022 SPRING WASHER 1 

9093 SCREW 1 

9091 NUT 3 

9038 WASHER 1 

9090 PIN 1 

9094 PIN 1 

10240314 STICKER 1 

   

 MOUNTING PLATE ASSY  

1164100 ENGINE MOUNTING PLATE Na 

1164102 BOLT Na 

1164005 WASHER Na 

9036 NUT Na 

9037 SPRING WASHER Na 

9038 WASHER Na 

9088 SCREW Na 

4363000 CLUTCH ASSY Na 

4363001 SPINDLE Na 

4363002 DRUM Na 

4363003 FACE PLATE Na 

4363004 WEIGHT Na 

9078 SCREW Na 

9077 SPRING Na 

9075 BEARING Na 

9076 KEY Na 

1163001 WASHER Na 

1163002 WASHER Na 

9096 SCREW Na 
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 BELT GUARD ASSY  

1162001 BELT GUARD MOUNTING PLATE Na 

1162002 BELT GUARD Na 

9079 SCREW Na 

9097 SCREW Na 

9037 SPRING WASHER Na 

9038 WASHER Na 

1164001 GEARBOX ASSY Na 

4364100A OIL RELIEF VALVE Na 

9102 DRIVE BELT Na 

1162003 PULLEY Na 

9100 KEY Na 

9101 LOCK SCREW Na 

1165012 YOKE ARM 1 

1164003 CONNECTOR 2 

1165013 PIN, YOKE ARM 1 

9038 WASHER 4 

9094 PIN 2 

9037 SPRING WASHER 2 

9098 BOLT 2 

1166005 PRESSURE PLATE CAP 1 

9120 WASHER 1 

9105 SCREW 2 

1166006 WASHER 1 

9107 SPACER 1 

9108 RETAINER 1 

9106 BEARING 1 

9110 BEARING 1 

9111 BEARING 1 

1167002 T-BELT 60 cm 1 

1177002 T-BELT 75 cm 1 
1167001J ROTATING GUARD RING 60 cm 1 

1177001 ROTATING GUARD RING 75 cm 1 

1166007 PRESSURE PLATE 1 
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9104 BOLT Na 

1166008 BUSHING Na 

1164006 MAIN SHAFT Na 

9109 KEY 1 

9100 KEY 1 

1166009 WASHER 1 

9118 BOLT 1 

1166000A SPIDER ASSY COMPLETE 60 cm 1 

1176000A SPIDER ASSY COMPLETE 75 cm 1 

1166001 SPIDER PLATE 1 

1161002 LIFT LEVER 4 

1166003 TROWEL ARM 60 cm 4 

1176003 TROWEL ARM 75 cm 4 

9112 NUT 4 

9113 SCREW 4 

9114 SCREW 4 

9115 BOLT 4 

9116 SEAL 4 

9118 BOLT 4 

1166004 STABILISOR RING 60 cm 1 

1176004 STABILISOR RING 75 cm 1 

BTB0010 Lithium battery BT60 / BT75  

BTB0020 Charger 110V lithium battery  

BTB0030 Charger 230V lithium battery  

BTB0040 MAIN SHAFT BT60B / BT75B  

 
Parts belonging to BT75B 
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Declaration of Conformity / Certificat de conformite / 
Gelijkvormighheidscertificaat / Declaracion de Conformidad / Declaracao de 
Concormidade / Dichiarazione Di Conformita 
 
Model : BT60B 
 
We Beton Trowel BV 
 
Declare under our sole responsibility that the product to which this declaration relates is in conformity with the following 
standards or other normative documents. 
Declarons sous notre responsabilite que le produit cette declaration est conforme aux norms suivantes ou d’autres 
documents habituels. 
Verklaren onder onze verantwoordelijkheid dat het product naar welke de verklaring verwijst conform de volgende 
standards of anders gebruikelijke documenten is. 
Declaramos bajo nuestra unica responsabilidad que el producto en lo que esta declaracion concierne, es conforme con la 
siguiente normative u otros documentos. 
Declara sob sua responsabilidade que o produto a quem esta declaracoa interessar, esta em comformidade com os 
seguintes documentos legais ou normas directivas. 
Dichiariamo sotto la ns. Unica responsibilita che il prodotto al quale questa dichiarazione si riferisce, e fabbricato in 
conformita ai seguenti standard e documenti di normative. 

 
2000/14/EG, 81/105/EEG/ 89/514/EEG 
 
Following the provisions of Directives: 
Suivant les directives determinees: 
Volgens de vastgestelde richtlijnen: 
Siguiendo las directivas: 
No sequimento das clausulas da Directivas 
Seguendo quanto indicato dalla Direttivas: 

 
2000/14/EG Bijlage VI 
89/336/EEG, 98/37/EG 

Responsible Technical File : Chris Livingston for 
Beton Trowel BV  
Nijverheidsstraat 10 
B-1840 Londerzeel 
Belgium 
Tel 0032 52315350 
Fax0032 52315359 
19/04/2021 


